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Abbreviations

acfMm...ccccvvvvviiiiiiiiiins actual cubic feet per minute

ATl i authorization to install

(O o Code of Federal Regulation
CE..oieeee control equipment
CEM..iiiiiiiiiis continuous emission monitor

D]\ | = S Department of Natural Resources

O e degrees Fahrenheit
Do downward discharge
ElQ..iiiiiiiinns emissions inventory questionnaire

EP. .o emission point

EU .. emission unit

(o]0 I gallon per hour

(0] 11 0 PR gallon per minute
gr./dscf.......ccooiiiiinnnl grains per dry standard cubic foot

o T horizontaldischarge
L, insidevent inside building

Y lawa Administrative Code
LCPH.......cccccc Linn County Public Health

1O Linn County Ordinance

MVAC ...iviiniiiinnnnnnd motor vehicle air conditioner
NSPS....cooeeeeeeee new source performance standard
NAICS ... North American Industry Classification System
PPMV..iiiiiieeee parts per million by volume
DA pounds per hour

Ib./MMBtuU ................. pounds per million British thermal units
PO..e propylene oxide

PTO... permit to operate

L1011 1 1 F standard cubic feet per minute
SIC.iiiiiiiiieeee Standard Industrial Classification
PN tons per hour

110) V2 tons per year

USEPA.......cccnld United States Environmental Protection Agency
Vo e Vertical (without rain cap or with unobstructing rain cap)
RV Vertical, with obstruction rain cap
Pollutants

CO.iiiiii carbon monoxide

HAP i, hazardous air pollutant
HCloooriiiins hydrochloric acid

NOK v nitrogen oxides

PM. e particulate matter

[ P particulate matter ten microns or less in diameter
SOt sulfur dioxide

VOC ..o volatile organic compound
VHAP.........................volatile hazardous air pollutant

SHAP ..ot single hazardous air pollutant
THAP............coee total hazardous air pollutant
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|. Facility Description and Equipment List

Facility Name:Cargill, Incorporated
Permit Number:07-TV-006-R2

Facility DescriptionWet Corn Milling (NAICS 311221; SIC2046)

Equipment List by Process Group

Erlgi;riiton EFTCJif“StiOH Emission Unit Description Construction Permit
Number | Number P Number(s) (ATI/PTO)
UTILITIES (Process Group 1)

100 100 Gas Boiler 6774 /6728
101 101 #2 Gas Boiler 6773/ 6607R1
210 210 Emergency Generator 6123/ 6084R1
258 258 500 kW Backup Generator 6215 /6085R2

516 516 Refinery Loadout Boiler --
REFINERY (Process Group 2)
32A Carbon Furnace
32 32B Carbon Furnace Burner 4325/ 4311R4
33 33 Refinery Process Tanks 6378/ 6116R5
256 256 Precoat Bin 5785 / 5563R2
PROCESS(Process Group 3)
11 11 Corn Truck Unload 6068 / 5794R2
12 12 Gluten Sizing System 7124 | 6897
13A Feedhouse Truck Loadout
13 13B Rail Gluten/Germ Loadout System 5674/ 5681R3
14A Gluten Scale
14 14B Gluten Conveying 6950 /67561
15 15 East Germ Storage Bin 5512 /5560R3
16 16 West Germ Storage Bin 5513 /5561R3
17 17 West Gluten Bin 5514 / 5562R3
20A Germ Dryer Burner
20B Feed Drying System
20 20C Germ Dryer Sections-4 7213
20D Waste Gas Steepwater Evaporator
20F Bran Dewatering System
20A Germ Dryer Burner
23 20C Germ Dryer Sections-4 7064/6799
37 37 Corn Cleaning & Conveying Aspiration 6877 / 6626R1
40A Mill Aspiration System
40B Gluten Tank
40C Clarifier Feed Tank
40 40D Primary Feed Tank 7021 / 6806R1
40E Clarifiers
40F MST Feed Tank
40G Millwater Tank
41 41 Steep House Scrubber 6034 / 5761R2
68 68 Cracked Corn Hammermill 5881 / 5582R3
109A Gluten Filter Vent
109 20F Bran Dewatering System 6953 /6815

AJD
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Erlgi;riiton Enljf\iion Emission Unit Description Construction Permit
Number | Number P Number(s) (ATI/PTO)
113 Germ Dryer Section 5
113 113B GermDryer Burner 7065 /6801
130 130 Corn Silos 14 6069 / 5795R2
176A Waxy Corn Silo #1
176 176B Waxy Corn Silo #2 4330/ 4469R4
230 230 Cracked Corn Conveying 4720/ 4785R2
245 245 East Gluten Bin 4998 / 5034R3
246 246 Dried Gluten Receiver 5173 /5146R3
247 247 Wetbran Conveyor 5475/ 5236eR3
249 249 East Gluten Filter Vacuum Pump 5337 /5217R4
250 250 Middle Gluten Filter Vacuum Pump 5643 / 5397R3
251 251 West Gluten Filter Vacuum Pump 5644 | 5398R2
252 252 Starch Slurry Tank #7 5344 / 5673R1
255A Rail Germ Loadout
255 255B Germ Conveying 5676 /5440R3
263 263 Elevator Tunnel Vacuum Filter 6629 / 6441R1
20A Germ Dryer Burner
20B Gluten Steam Tube Dryer
20C Germ Dryer Sections-4
410 20D Waste Gas Steepwater Evaporator 7212
113 Germ Dryer Section 5
113B Germ Dryer Burner
410 RTO Burner
451 451 Heavy Steepwater Tank 7111/6841
FOOD STARCH (Process Group 4)
6 6 #5 Starch Bulk Storage 4460 / 4476R3
8 8 #7 Starch Bulk Storage 4461 | 447/R3
27 27 #3 Starch BullStorage 4558 / 4618R4
43 43 Vacuum Cleaner Vent 5462 / 5443R3
51A Packer Pulsaire
51B Industrial Starch Packer Web
51 51C Packers 5 & 6 6951 /6731
51D A & B Bins
52 52 #1 Starch Bulk Storage 4559 / 4619R3
58 58 Food Grade Truck 6243 /6040R3
65 65 Starch Loadout 2139/ 224€R5
149 149 Starch Bulk Bagger 2977 ] 3662R4
254 254 Slurry Tank #5 5416 / 5674R2
390 390 Food Starch Sifter 6395 / 6257R3
450 450 Slurry Tank #8 6728 / 6608R1
INDUSTRIAL STARCH (Process Group 5)
1 1 #3 Starch Flash Dryer 6922 / 6802R1
5 5 Bulk Soda Ash Loadout 4879 | 4872R2
9 9 C* Starch Bin #8 5460 / 341-R3
61 61 Mod House Heil Wet Scrubber 6960 / 6731R1
70A Starch Modification Tank 1
70B Starch Modification Tank 2
70 70C Starch Washer 1 4380/ 4441R4
70D Starch Washer 2
70E Soda Ash Storage Tank 3
71A Tank 9
71 71B Tank 10 6952 / 6814R1
71C Tank 12
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Erggrswiton Enljf\iion Emission Unit Description Construction Permit
Number | Number P Number(s) (ATI/PTO)
71D Tank 14
71E Tank 15
71F Tank 16
71G Tank 17
. 5463 / 5345R3
79 79 Industrial Starch Loadout DNR PSD16-A-258P1
85 85 #10 Starch Bulk Storage Bin 5464 | 5444R3
6923 / 6803R1
90 90 Starch Flash Dryer #4 DNR PSD 16A-259P2
. 2447 | 2416R3
91 91 #11 Starch Storage Bin DNR PSD 16A-260P1
. 2446 | 2409R3
92 92 #12 Starch Storage Bin DNR PSD 16A-261-P1
. 2445 | 2408R3
93 93 #13 Starch Storage Bin DNR PSD 16A-262-P1
94 94 #18 Industrial Starch Storage Bin 5465 / 5445R4
95 95 Starch Surge Bin 2475/ 2416eR3
102 102 #14 Starch Storage Bin 2563 / 2559R3
103 103 C* Film Vertical Bin #15 5466 / 5446R3
104 104 #16 Starch Storage Bin 2565 / 2558R3
105 105 Starch Storage Bin 2566 / 2556R3
155 155 Industrial Grade Packer / Blower 3715/ 4212R4
300 300 C* Film Starch Receiving Filter/Starch Hopper 5456 / 5447R4
320 320 Dryer 5043 / 5583R2
330 330 Modified Starch Receiving Filter 5044 | 5448R4
340 340 Sifter 5045 / 5449R4
350 350 C* Film Final Product Hopper 5457 | 5456eR4
360 360 Product Receiving Filter 5047 / 5451R4
370 370 C* Film Loadout Surge Hopper 5458 / 5452R4
380 380 C* Cooling Tower 5459 / 5453R1
452 452 Starch Centrifuge 7196 /6914
SPECIALTY STARCH (Process Group 7)
115 115 Loadout Dust Collector 2739 / 3668R2
116A Starch Dryer
116 116B Starch Dryer Burner 2992/ 366%R4
118 118 Salt Storage Bin Vent 4276 | 4264
119 119 #19 Starch Bulk Storage 6392 / 6247R3
120 120 #20 Starch Storage Bin 6393/ 6248R3
121 121 #21 Starch Storage Bin 6394 / 6249R3
124 124 Packer Hopper Vent 6587 / 6548R1
153 153 Sodium Sulfate Receiving 5677 / 5439R1
160A PO Storagdank
160C Reactor #131
160D Reactor #132
160 160E Reactor #134 5876 /5746R2
160F Reactor #135
160H Stripper #2
161A POCE Storage Tank
161B H,SQ, Storage Tank
161C Deactivation Tank
161 161D Modification Tank #101 6961 /673R1
161E Modification Tank #102
161F Modification Tank #103
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Erlgi;riiton ErTL]Jif\iion Emission Unit Description Construction Permit
Number | Number P Number(s) (ATI/PTO)
161G Modification Tank #104
161H nOSA Tank
161l Modification Tank #105
162A Flash Dryer #6
162 162B Flash Dryer #6 Burner 6586 / 6444R2
164 164 Storage Bin #104 4026 / 4461R3
165 165 Storage Bin #105 4027 | 4462R3
166 166 Storage Bin #106 4028 / 4463R3
167 167 Specialty Starch Bin #107 5320 / 5586R3
169 169 Specialty Starch Bin #109 5321 / 5581R3
170 170 Specialty Starch Warehouse Receiver 6618 / 6549R4
171 171 SpecialtyStarch Mix Bin 1 4270 / 4465R3
173A StarchPacker
173 173B Super Sacker 6727 / 6471R2
173C Cleanup Vacuum
174 174 Grinder Discharge Receiver 4272 | 4467R3
175 175 Warehouse Vacuum Receiver 4273 | 4468R4
240 240 Starch ReSlurry System 4855 /4862R3
248 248 Slurry Tank #6 5137 / 5106R2
260 260 East Dilute Phase Pot 6535/ 6434R4
262 262 West Dilute Phase Pot 6750 / 6556R4
Equipment List by Emission Point
Emission | Emission
Point Unit Emission Unit Description ProcessGroup
Number Number
1 1 #3 Starch Flash Dryer Industrial Starch
5 5 Bulk Soda Ash Loadout Food Starch
6 6 #5 Starch Bulk Storage Food Starch
8 8 #7 Starch Bulk Storage Food Starch
9 9 #8 Starch Bulk Storage IndustrialStarch
11 11 Corn TruckUnload Process
12 12 Gluten Sizing System Process
13 13A Feedhouse Truck Loadout Process
13B Rail Gluten/Germ Loadout System
14 14A Gluten Scale Process
14B Gluten Conveying
15 15 East Germ Storage Bin Process
16 16 West Germ Storage Bin Process
17 17 West Gluten Storage Bin Process
20A Germ Dryer Burner
20B Gluten Steam Tube Dryer
20 20C Germ Dryer Sections-4 Process
20D Waste Gas Steepwater Evaporator
20E Germ Rotary Cooler
20F Bran Dewatering System
23 20A Germ DryerBurner Process
20C Germ Dryer Sections-4
27 27 #3 Starch Bulk Storage Food Starch
32 32 Carbon Furnace Refinery
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Emission | Emission
Point Unit Emission Unit Description ProcessGroup
Number Number
32B Carbon Furnace Burner
33 33 Refinery Process Tanks Refinery
37 37 Corn Cleaning / Convey Process
40 40 Mill House Scrubber Process
41 41 Steep House Scrubber Process
43 43 Vacuum Cleaner Vent Food Starch
51A Packer Pulsaire
51B Industrial Starch Packer Web
o1 51C Packers 5 & 6 Food Starch
51D A & B Bins
52 52 #1 Starch Bulk Storage Food Starch
58 58 Food Grad&ruck Food Starch
61 61 Mod House Heil Wet Scrubber Industrial Starch
65 65 Starch Loadout Food Starch
68 68 Cracked Corn Hammermill Process
70A Starch Modification Tank 1
70B Starch Modification Tank 2
70 70C Starch Washer 1 Industrial Starch
70D Starch Washer 2
70E Soda Ash Storage Tank 3
71A Tank 9
71B Tank 10
71C Tank 12
71 71D Tank 14 Industrial Starch
71E Tank 15
71F Tank 16
71G Tank 17
79 79 Industrial Starch Loadout Industrial Starch
85 85 #10 Starch Bin IndustrialStarch
90 90 Starch Ring Flash Dryer Industrial Starch
91 91 #11 Starch Storage Bin Industrial Starch
92 92 #12 Starch Storage Bin Industrial Starch
93 93 #13 Starch Storage Bin Industrial Starch
94 94 #18 Starch Storage Bin IndustrialStarch
95 95 Starch Surge Bin Industrial Starch
100 100 Gas Boiler Utilities
101 101 #2 Gas Boiler Utilities
102 102 #14 Starch Storage Bin Industrial Starch
103 103 #15 Starch Storage Bin Industrial Starch
104 104 #16 Starch Storage Bin IndustrialStarch
105 105 Starch Storage Bin Industrial Starch
109 109 Gluten Filter Vent Process
113 Germ Dryer Section 5
113 113B Germ D);yer Burner Process
115 115 Loadout Dust Collector Specialty Starch
116A Starch Dryer .
116 116B StarchDryer Burner Specialty Starch
118 118 Salt Storage Bin Vent Specialty Starch
119 119 #19 Starch Bulk Storage Specialty Starch
120 120 #20 Starch Storage Bin Specialty Starch
121 121 #21 Starch Storage Bin Specialty Starch
124 124 Packer Hopper Vent Specialty Starch
130 130 Corn Silos 14 Process
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Emission | Emission
Point Unit Emission Unit Description ProcessGroup
Number Number
149 149 Starch Bulk Bagger Food Starch
153 153 Sodium Sulfate Receiving Specialty Starch
155 155 Industrial Grade Packer / Blower Industrial Starch
160A PO Storage Tank
160C Reactor #131
160D Reactor #132 .
160 160E Reactor #134 Specialty Starch
160F Reactor #135
160H Stripper #2
161A POCI3 Storage Tank
161B Sulfuric Acid Storage Tank
161C Deactivation Tank
161D Modification Tank #101
161 161E Modification Tank #102 Specialty Starch
161F Modification Tank #103
161G Modification Tank #104
161H nOSA Tank
1611 Modification Tank #105
162A Flash Dryer #6 .
162 162B Flash Dryer #6 Burner Specialty Starch
164 164 Storage Bin #104 Specialty Starch
165 165 Storage Bin #105 SpecialtyStarch
166 166 Storage Bin #106 Specialty Starch
167 167 Specialty Starch Storage Bin #107 Specialty Starch
169 169 Specialty Starch Storage Bin #109 Specialty Starch
170 170 Specialty Starch Warehouse Receiver Specialty Starch
171 171 SpecialtyStarch Mix Bin 1 Specialty Starch
173A StarchPacker
173 173B Super Sacker Specialty Starch
173C Cleanup Vacuum
174 174 Grinder Discharge Receiver Specialty Starch
175 175 Warehouse Vacuum Receiver Specialty Starch
176 176A Waxy Corn Silo #1 Process
176B Waxy Corn Silo #2
210 210 Emergency Generator Utilities
230 230 Cracked Corn Conveying Process
240 240 Starch ReSlurry System Specialty Starch
245 245 East Gluten Storage Bin Process
246 246 Dried Gluten Receiver Process
247 247 WetBran Conveyor Process
248 248 Slurry Tank #6 Specialty Starch
249 249 East Gluten Filter Vacuum Pump Process
250 250 Middle Gluten Filter Vacuum Pump Process
251 251 West Gluten Filter Vacuum Pump Process
252 252 Starch Slurry Tank #7 Specialty Starch
254 254 Slurry Tank #5 Specialty Starch
255 255A Rail Germ Loat_jout Process
255B Germ Conveying
256 256 Precoat Bin Refinery
258 258 500 kW Backup Generator Utilities
260 260 East Dilute Phase Pot Specialty Starch
262 262 West Dilute Phase Pot Specialty Starch
263 263 Elevator Tunnel Vacuum Filter Process

9
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Emission | Emission
Point Unit Emission Unit Description ProcessGroup
Number Number

300 300 C* Film Starch Receiving Filter / Starch Hoppe Industrial Starch
320 320 Dryer Industrial Starch
330 330 Modified Starch Receiving Filter Industrial Starch
340 340 Sifter Industrial Starch
350 350 C* Film Final Product Hopper Industrial Starch
360 360 Product Receiving Filter Industrial Starch
370 370 C* Film Loadout Surge Hopper Industrial Starch
380 380 C* Cooling Tower Industrial Starch
390 390 Food Starch Sifter Food Starch

20A Germ Dryer Burner

20B Gluten Steam Tube Dryer

20C Germ Dryer Sections-4
410 20D Waste Gas Steepwater Evaporator Process

113 Germ Dryer Section 5

113B Germ Dryer Burner

410 RTO Burner
450 450 #8 Starch Slurry Tank FoodStarch
452 452 Starch Centrifuge Industrial Starch
516 516 Refinery Loadout Boiler Utilities

Insignificant Activities Equipment List

AJD

Insignificant Emission Unit ID

Insignificant Emission Unit Description

EU-451 Heavy Steepwater Tar(kCPH ATI 7111 / PTO 6841)
IU-10 Aspiration of Sewer Pit
IU-35 Vacuum Filter Pumps
IU-69 Cracked Corn Conveying
1U-148 93% Sulfuric Acid Tank
IU-501 500 GallonGasTank
1U-502 500 Gallon Diesel Tank
IU-513 Mod House Sewer Vent
IU-514 Sewage Drunvacuum Pump
IU-515 Germ Wash Water Tank
IU-516 Light Steepwater Tank A
IU-517 Light Steepwater Tank B
IU-518 39 Stage Fiber Wash Tank
IU-519 6" Stage Fiber Wash Tank
1U-520 Emergency Flush Water Tank
IU-521 DefoamingTank
1U-522 Gluten Mill WaterTank
IU-523 Gluten Thickener Feed Tank (East)
IU-524 Dorrclone Feed Tank
IU-525 Dorrclone Wash Water Tank
IU-526 DCWW 93% Sulfuric Acid Tank
IU-527 SBS Mill Storage Tank
IU-528 Gluten Filtrate Spray Wash Tank
IU-529 Blue Tank
IU-530 Mixsteep Tank
IU-531 Neutralizer Tank
IU-532 Hydrolyzate Tank
IU-533 Liquid Holding Tank
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Insignificant Emission Unit ID Insignificant Emission Unit Description
IU-534 Mud Tank
IU-535 Sweet H20 Tank
IU-536 Used Carbon Tank
IU-537 Used Carbon Tank
IU-538 Candle Filter Precoat
IU-539 Evap Feed Tank
IU-540 South Hot Well
IU-541 SBSTank Refinery
1U-542 North Hot Well
1U-543 Quab 69% Storage Tank
IU-544 SBS Tank Starch
IU-545 Temp Chemical Storage
1U-546 #3 Flash Dryer Filtrate Tank
IU-547 #3 Flash Dryer Head Tank
1U-548 #4 Dryer Merco U/F Tank
1U-549 #4 Dryer Head Tank
1U-550 #4 Dryer Filtrate Tank
IU-551 Press Wash Water Tank
IU-552 #4 Flash Dryer CIP Tank
IU-553 Spec Starch Reclaim Tank
IU-554 Liquefaction Deactivation Tank
IU-555 Liguefaction pH Adjustment Tank
IU-556 Neutralization Tank Specialty
IU-557 Press Starch Head Tank
IU-558 Wash Merco Overflow Tank
IU-559 Wash Merco Feed Tank
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II. Plant-Wide Conditions

Facility Name:Cargill, Incorporated
Permit Number:07-TV-006-R2

Permit conditions are established in accord Wi lowa Administrative Code rule 22.108

Permit Duration

The term of this permit isFive years
Commencing on:June 19, 2019
Ending on: June 18, 2024

Amendments, modifications and reopenings of the permit shall be obtained in accordance Vatte567
Administrative Code rules 22.112.114. Permits may be suspended, terminated, or revoked as specified in 567
lowa Administrative Code Rules 22.115.

Emission Limits
Unless specified otherwise in the Source Specific Conditions, the followitegitmé and supporting regulations
apply to all emission points at this plant

Opacity (visible emissions): 20% opacity
Authority for Requirement: LCO Sec.10-60(a)

SO 500 parts per million by volume
Authority for Requirement: 567 IAC 23.3(3)e"
LCO Sec. 165(a)(2)

Particulate Matter

No person shall cause or allow the emission of particulate matter from any source in excess of the emission
standards specified in this chapter, except as provided in 6®apter 24. For sources constad, modified or
reconstructed on or after July 21, 1999, the emission of particulate matter from any process shall not exceed an
emission standard of 0.1 grain per dry standard cubic foot of exhaust gas, except as provide@ihZ@35B),
23.1(455B) 23.4(455B) and 56¥7 Chapter 24.

For sources constructed, modified or reconstructed prior to July 21, 1999, the emission of particulate matter from
any process shall not exceed the amount determined from Table |, or amount specified in a permibif ased
emission standard of 0.1 grain per standard cubic foot of exhaust gas or established from standards provided in
23.1(455B) and 23.4(455B).

Authority for Requirement: 567 IAC 23.3(3)

Particulate MatterNo person shall permit, cause, suffer bowa the emission of particulate matter into the

atmosphere in any one hour from any emission point from any process equipment at a rate in excess of that specified
in Table | for the process weight rate allocated to such emission point. The emissiandstam LCOSec. 10

62(a)(1)shall apply and those specified in L&@c.'s 1861, 1662 and Table | shall not apply to each process of

the types listed in those sections, with the following exception: whenever the compliance status, history of
operationsambient air quality in the vicinity, or the type of control equipment utilized, would warrant maximum

control, the Air Pollution Control Officer may enforce 0.1 grain per standard cubic foot of exhaust gas, or Table | of
this section, whichever would ndsin the lowest allowable emission rate.

Authority for Requirement: LCO Sec. 1662(a)
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Fugitive Dust: Attainment and Unclassified Areas A person shall take reasonable precautions to prevent
particulate matter from becoming airborne in quantitefficient to cause a nuisance as defined in lowa Code
section 657.1 when the person allows, causes or permits any materials to be handled, transported or stored or a
building, its appurtenances or a construction haul road to be used, constructed,rajpeiezt] or demolished, with
the exception of farming operations or dust generated by ordinary travel on unpaved roads. Ordinary travel includes
routine traffic and road maintenance activities such as scarifying, compacting, transporting road maintenance
surfacing material, and scraping of the unpaved public road surface. (the preceding sentence is State Only) All
persons, with the above exceptions, shall take reasonable precautions to prevent the discharge of visible emissions of
fugitive dusts beyond thiet line of the property on which the emissions originate. The public highway authority
shall be responsible for taking corrective action in those cases where said authority has received complaints of or has
actual knowledge of dust conditions which requabatement pursuant to this subrule. Reasonable precautions may
include, but not be limited to, the following procedures.
1. Use, where practical, of water or chemicals for control of dusts in the demolition of existing buildings or
structures, constructiasperations, the grading of roads or the clearing of land.
2. Application of suitable materials, such as but not limited to asphalt, oil, water or chemicals on unpaved
roads, material stockpiles, race tracks and other surfaces which can give rise to diibtsne
3. Installation and use of containment or control equipment, to enclose or otherwise limit the emissions
resulting from the handling and transfer of dusty materials, such as but not limited to grain, fertilizers or
limestone.
4. Covering at all times wheim motion, operbodied vehicles transporting materials likely to give rise to
airborne dusts.
5. Prompt removal of earth or other material from paved streets or to which earth or other material has been
transported by trucking or earthoving equipment, erg@n by water or other means.
6. Reducing the speed of vehicles traveling ovepmperty surfaces as necessary to minimize the generation
of airborne dusts.
Authority for Requirement: 567 IAC 23.3(2)c"
LCO Sec. 1666

Regulatory Authority

This facility is located in Linn County, lowa. Linn County Public Health Department, under agreement with the

lowa Department of Natural Resources (DNR), is the primary regulatory agency in Linn County. This Title V

permit is issued by the lowa DepartrhefiNatural Resources, however, required contacts and information

submittals referred to in this permit as requiredttwe Departmeritshould continue to be directed to the Linn

County Public Health Department office. This will include such items ak stat notification, stack test results

submittal, oral and written excess emission reports, and reports and records required in the Linn County construction
permits. Information specifically required by the Title V permit such as the annual EIQ ananieeal compliance
certification, semiannual monitoring report and any Title V forms submitted for updates, modifications, renewals,

etc. must be submitted to the lowa DNR.

Authority for Requirement: 567 IAC 22.108
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lll. Emission Point-Specific Condtions

Facility Name: Cargill, Incorporated
Permit Number:07-TV-006-R2

Process Group 5 (Industrial Starch)

Emission Point ID Number: 1

Associated Equipment

EP | EU EU Description Raw Material Rated Capacity CE ID | CE Description
1 Non-oxidized 15 toh

1 #3 Starch Flash Dryer Starch P CE1 Wet Scrubber
1A Oxidized Starch 15 tph

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, [b./MMBtu, % opacity, etc.)

The emissions from this emission point shall not exceed the dpeeified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)
PM 0.1 gr/dscf LCO Sec.10-62(a)(7)
0.005 gr/dscf
500 ppm 567 IAC 23.3(3)"e"
1 SO, PP LCO Sec.1665(a)(2) LCPH ATI 6922/ PTO6802R1
2 ppmy
10 ppnt
voc 1.46 Ib/tors
2.5 ppni
THAP 1.15 Ib/tord

1 This limit applies to nomxidized starch production.

2 This limit applies to oxidized starch production.

Operational Limits & Requirements

The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping
All records as required by this permit shall be kepsitenfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manbe operating
requirements and associatedaetkeeping for this permit shall be

A. CE-1 shall be maintained according to manufacturer's specifications and good operating practices. The owner

or operator shall maintain records of all maintenance completed dn CE
B. Therecycled liquor flow ratén CE-1 shall be maintained at a minimum of 150 gallons per mibased on a
rolling 3-hour average basisThe owner or operator shabntinuouslymonitor the recycled liquor flow rate

and recordall rolling 3-hour averaging periods (during actual ggems) when the averaged recycled liquor

flow rate falls below 150 gallons per minute.

AJD
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The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owperator to promptly investigate the emission unit,
make corrections to operations or equipment associated with the exceedance, and record the corrective action
taken.
The owner or operator shall produce no more than 105,000 tons of oxidized starchrbaskghwnth rolling
basis. The owner or operator shall record the amount of oxidized starch produced monthly and calculate and
record 12month rolling totals.
For purposes of staying a synthetic minor project (LCPH Project 2302) for Prevention ofc&aignifi
Deterioration (PSD), the owner or operator shall demonstrate the significance of any emission increases as
described below for a period of ten (10) years from the startup of the project pursuant to 567 IAC 33.3(18)"f".
i.Record the startup date of theurces following the modification or installation of sources associated
with project 2302. This date signifies the beginning of the ten (10) year monitoring and
recordkeeping period. The baseline actual emissions for the project are equal to thegollow
(tonslyear):
PM PM1o | PMa2s SO NOx CO VOC
39.45 35.87 @ 9.66 | 240.30 139.44 29.69| 224.38

The baseline actual emissions shall remain unchanged throughout the ten (10) year period.

ii. The owner or operator shall record the actual emissions for the project on a monthly and calendar year
basis. Actual emissions minus the baseline actual emissions from the project shall not exceed the
following PSD significant levels (tons/year) per calenyear:

PM | PMio  PM2s | SO; | NOx @ CO VOC
244 | 14.4 9.4 394 394 994 39.4

This written record shall be retained for a period of ten (10) years after the project is completed. If

these limits are exceeded, the owner or operator shall submit apaprant to 567 IAC 33.3(18)"f'(7),

see Condition 6.
The owner or operator is allowed to exclude those emissions following this change that could have been
accommodated during the consecutiven®dnth period used to establish Baseline Actual Emissionar@nd
unrelated to this project (i.e., increased utilization due to demand growth). The owner or operator shall be
required to include a justification for any emissions excluded due to demand growth.
. The owner or operator shall submit a report to the Depant if the annual emissions, in tons per year, from the

project identified in 567 IAC 33.3(18)"f'(1), exceed the baseline actual emissions, as documented and
maintained pursuant to subparagraph (4), by an amount that is "significant" as defined & 333(l) for that
regulated NSR pollutant, and if such emissions differ from the preconstruction projection as documented and
maintained pursuant to subparagraph (4). Such report shall be submitted to the Administrator within 60 days
after the end of sucyear. The report shall contain the following:
i. The name, address and telephone number of the major stationary source;
ii. The annual emissions as calculated pursuant to subparagraph (4) of this section; and
iii. Any other information that the owner or operatashves to include in the report (e.g., an explanation
as to why the emissions differ from the preconstruction projection).

Authority for Requirement: LCPH AT6922/ PTO6802R1

AJD
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Emission Point Characteristics
The emission point shall conformtte specifications listed below.

. . Stack
EP (fee?tzctz)lf)\l/_'eagrghn d) D'SS(:thfgge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
: 9 Y (inches, dia.)
1 60 V 47 106 69,731 LCPH ATI 6922 / PTO 680R1

The temperature and flowrate anéended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any oktinéssion point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a pam@indment is required, or submit a

permit application requesting to amend the permit.

Monitoring Requirements
The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring
SeeAppendixD, OpacityMonitoring Summatry.
Authority for Requirement: 567 IAC 22.108(14)

Stack Testing
Refer to Appendi, Stack Testing Summary, for the applicable requirements.
Authority for Requirement: 567 IAC 22.108(3)

Agency Approved Operation & Maintenance Plan Requied? Yes[] No[X
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No[X
Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X

Authority for Requirement: 567 IAC 22.108(3)
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Process Group 5 (Industrial Starch)

Emission Point ID Number: 5

Associated Equipment
EP | EU EU Description Raw Material | Rated Capacity | CEID = CE Description
5 5 Soda Ash StoragBin Soda Ash 24 tph CE>5 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from this emission point shall not exceed the $peeified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)
5 PM 0.1 gr/dscf LCO Sec.10-62(a)(7) LCPH ATI 4879/ PTO4872R2
PM10 0.01 gr/dscf

Operational Limits & Requirements
The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associatedvionitoring and Recordkeeping

All records as required by this permit shall be kepsitenfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manmbe operating
requirements and associatedaetkeeping for this permit shall be

A. CE-05 shall be maintained according to manufacturer's specifications and good operating practices. The owner
or operator shall maintain records of all maintenance completed €5 CE

B. The owner or operator shatlonitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit,
make corrections to operations or equipment associated withdbedance, and record the corrective action
taken.

Authority for Requirement: LCPH ATI 4879 / PTO 48R2

Emission Point Characteristics
The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tgct:)l:)\l;leelgrgtjn d) Dlsscthfgge Opening T(??)p Fzggﬁ;e Authority for Requirement
’ g Y (inches, dia.)
5 56 H 4x5 70 1,120 LCPH ATI 4879 / PTO 487-R2

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emission point characteristics above are different than the
values stated, theamer or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amend thengie
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Monitoring Requirements
The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.

Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X

Facility Maintained Operation & Maintenan ce Plan Required?  Yes[X® No[]
@ Refer to AppendixC, Facility O&M Plans, for the applicabltequirements.

Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X
Authority for Requiremein 567 IAC 22.108(3)
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Process Group 4 (Food Starch) and Process Group 5 (Industrial Starch)

Emission Point ID Number: 6 8, 9

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity | CEID = CE Description
6 6 #5 Starch BullStorage Bin Cornstarch 12.5 tph CE6 Baghouse
8 8 #7 Starch Bulk Storage Bin  Cornstarch 12.5 tph CE8 Baghouse
9 | 9 | C* Starch Bin #8 | Cornstarch 7 tph CE-9 Bin Vent

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from this emission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)

6 PM 0.1 gr/dscf LCO Sec.10-62(2)(7) LCPH ATI 4460 / PTO 44783

8 PM/PMLO 0.15 Ib/hr LCPHATI 4461 / PTO 447R3

9 Voo 024 bihr: 1.07 by LCPH ATI 5460 / PTO 544R3
THAP 0.06 Ib/hr

Operational Limits & Requirements
The owner/operator of this equipmestiall comply with the operational limits and requirement listed below.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitanfor a minimunof five (5) years and shall be availalte
inspection by theDepartment Records shall be legible and maintained in an orderly manhbe operating
requirements and associated recordkeeping for this permit shall be

A. CE-6 (CE-8, CE9) shall be maintained according to manufacturer's specifications and good operating practices.
The owner or operator shall maintain records of all maintenance completed®(0EEB, CE9).

B. The differential pressure across -6ECE-8, CE9) shall be mainained between 0.02and 8.0" w.c.when
material is actively being transferred in or out of the bin. A differential pressure outside of this range would not
be considered a deviation if visible emissions are not present when the indicator is out ohdaogeextive
actions are initiated as soon as possible but not longer than eight (8) hours from observation of the abnormal
condition. The owner or operator shall monitor and record the differential pressure acr@sEOERB, CE9)
on a weekly basis.

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit,
make corrections to operations or equgminassociated with the exceedance, and record the corrective action
taken.

Authority for Requirement: LCPH ATI 4460 / PTO 44743; LCPH ATI 4461 / PTO 447R3;

LCPH ATI 5460/ PTO 544R3
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Emission Point Characteristics

The emission point shalbnform to the specifications listed below.

. . Stack
EP (fee?tzctz)lf)\l/_'eegrghn d) Dlssigle;rge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' (inches, dia.)
6 73 \Y; 9 72 1,790  LCPH ATI 4460 / PTO 44743
8 73 H 9 72 1,790 LCPH ATI 4461/ PTO 447'R3
9 65 H 6 x6 72 1,790 | LCPH ATI 5460/ PTO 544R3

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperatuflewndte may vary with changes in the process

and ambient conditions. If it is determined that any of the emission point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronicwnigiéorcorrespondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amend the permit.

Monitoring Requirements
The owner/operator of thisquipment shall comply with the monitoring requirements listed below.

Opacity Monitoring
SeeAppendixD, Opacity MonitoringSummary.
Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No [X]
Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X

Authority for Requirement: 567 IAC 22.108(3)
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Process Group 3 (Process)

Emission Point ID Number: 11

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity | CEID = CE Description

11 | 11 Corn Truck Unload Corn 600 tph CE-11 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, [b./MMBtu, % opacity, etc.)

The emissions fromhis emission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC23.4(7)
11 PM 0.1 gr/dscf LCO Sec.10-62(a)(7) LCPH ATI 6068 / PTO 5794R2
PM/PM10 0.41 Ib/hr

Operational Limits & Requirements

The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring andRecordkeeping

All records as required by this permit shall be kepsitanfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirementsrad associated recordkeeping for this permit shall be

A.

B.

D.

CE-11 shall be maintained according to manufacturer's specifications and good operating practices. The owner
or operator shall maintain records of all maintenance completed dri CE

The differentialpressure across GEL shall be maintained between 0.02" and 8.0" w.c. when material is
actively being processed. A differential pressure outside of this range would not be considered a deviation if
visible emissions are not present when the indicatoutiobrange and corrective actions are initiated as soon

as possible but no longer than eight (8) hours from observation of the abnormal condition. This operating limit
does not include periods of startup, shutdown, or cleaning of the control equipmieniowner or operator

shall monitor and record the differential pressure acros§ Cén a weekly basis.

The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will uigg the owner/operator to promptly investigate the emission unit,
make corrections to operations or equipment associated with the exceedance, and record the corrective action
taken.

EU-11 shall be limited to 5,840 hours of operation based on a rollingdi®h total. The owner or operator

shall monitor and record the hours of operation on a monthly amaoti#h rolling total basis.

Authority for Requirement: LCPH ATI 6068 / PTO 57942
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Emission Point Characteristics
The emission point shall cafn to the specifications listed below.

. . Stack
EP (fee?tzct;lf)\l;'eEIQrgLn d) Dlssihfgge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
11 49.5 V 24 68 10,224 | LCPH ATI 6068 / PTO 5794R2

The temperature arftbwrate are intended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determinedtthay of the emission point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to deterrifingpermit amendment is required, or submit a

permit application requesting to amend the permit.

Monitoring Requirements
The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.

Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required? Yes[] NoX
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No [X]

Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X
Authority for Requirement: 56IAC 22.108(3)

AJD 22 07-TV-006R2, 6/19/19



Process Group 3 (Process)

Emission Point ID Number: 12

Associated Equipment
EP | EU EU Description Raw Material | Rated Capacity | CEID = CE Description
12 | 12 Gluten Sizing System Gluten 9.375 tph CE-12 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from this emission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)
PM 0.1 gr/dscf
LCO Sec.10-62(a)(7)
12 PM/PM10 0.39 Io/hr LCPH ATI 7124 /| PTO 6897
VOC 0.61 Ib/hr; 2.66 tpy
THAP 0.15 Ib/hr

Operational Limits & Requirements
The owner/operator of this equipmeshiall comply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoringand Recordkeeping

All records as required by this permit shall be kepsitanfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirements and associated recordkeeping for this permit shall be

A. CE-12 shall be maintained accordingn@nufacturer's specifications and good operating practices. The owner
or operator shall maintain records of all maintenance completed dr2 CE

B. The differential pressure across -CE shall be maintained betweerD®. and 8.0" w.c.when material is
actively being transferred. A differential pressure outside of this range would not be considered a deviation if
visible emissions are not present when the indicator is out of range and corrective actions are initiated as soon
as possible but not longer thanteig8) hours from observation of the abnormal condition. This operating limit
does not include periods of startup, shutdown, or cleaning of the control equipmieniowner or operator
shall monitor and record the differential pressure acros§ Zaén aweekly basis.

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit,
make corrections to opaions or equipment associated with the exceedance, and record the corrective action
taken.

Authority for Requirement: LCPH ATI 7124/ PTO6897
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Emission Point Characteristics

The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tzct;lf)\l;'eEIQrgLn d) Dlssihfgge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
12 72 V 16 70 4,425 LCPH ATI 7124 /| PTO 6897

The temperature and flowrate are intended to be representatichanadteristic of the design of the permitted

emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emission point characteristieaebdifferent than the

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amend the permit.

Monitoring Requirements

The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.
Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required?

Facility Maintained Operation & Maintenance Plan Required?

Compliance Assurance Monitoring (CAM) Plan Required?
Authority for Requirement: 567 IAC 22.108(3)

AJD
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Yes[] No[X
Yes[ ] No[X
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Process Group 3 (Process)

Emission Point ID Number: 13

Associated Equipment

EP | EU EU Description Raw Material | RatedCapacity #CEID = CE Description
Truck Gluten / Germ
13 13A Loadout Gluten, Germ 135 tph CE-13 Baghouse
13B Rail Gluten Loadout Gluten 135 tph

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, [b./MMBtu, % opacity, etc.)

The emissions fromhis emission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC23.4(7)
PM 0.1 gr/dscf
LCO Sec.10-62(a)(7)
13 PM/PM10 3.95 Io/hr LCPH ATI 5674 / PTO 568R3
VOC 5.80 Ib/hr; 25.39 tpy
THAP 1.45 Ib/hr

Operational Limits & Requirements

The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitanfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirements and associated recordkeeping for this permit shall be

A.

B.

D.

CE-13 shall be maintained according to manufacturer's specifications and good operating practicegnet he

or operator shall maintain records of all maintenance completed di3CE

The diferential pressure across €B shall be maintained between0@2. and 8.0" w.c.when material is
actively being transferred. A differential pressure outside of thigeravould not be considered a deviation if
visible emissions are not present when the indicator is out of range and corrective actions are initiated as soon
as possible but not longer than eight (8) hours from observation of the abnormal condition. efdtiagfimit

does not include periods of startup, shutdown, or cleaning of the control equipmieniowner or operator

shall monitor and record theffdirential pressure across €1Bon a weekly basis.

The owner or operator shall monitor and record Vigible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit,
make corrections to operations or equipment associated with the exceedance, and eemmmrédtive action

taken.

EU-13 shall be limited to 5,840 hours of operation based on a rollingadkzh total. The owner or operator

shall monitor and record the hours of operation on a monthly amdoh?h rolling total basis.

Authority for Requirement LCPH ATI 5674 / PTO 568R3
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Emission Point Characteristics
The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tzctz)lf)\l/_'eagrghn d) D'SS(:thfgge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
13 54 V 20 70 43,239 | LCPH ATI 5674 / PTO 568R3

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperature andtitonvay vary with changes in the process

and ambient conditions. If it is determined that any of the emission point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronic matikoroariiespondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amend the permit.

Monitoring Requirements
The owner/operator of this equipment Bltcamply with the monitoring requirements listed below.

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.

Authority for Requirement: 567 IAC 22.108(14)

Stack Testing

Refer to AppendiE, Stack Testing Summary, for the applicatdguirements.
Authority for Requirement: 567 IAC 22.108(3)

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No[X

Compliance Assurance Monitoring (CAM) Plan Required? YesX]® No []
WRefer to Appendix B, CAM Plans Summary, for the applicable requirements.

Authority for Requirement: 567 IAC 22.108(3)
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Process Group 3 (Process)

Emission Point ID Number: 14

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity CEID  CE Description
14A | Gluten Scale (Garner Scale 135 tph
14 1138 Gluten Conveying Gluten 135 tph CE-14 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, [b./MMBtu, % opacity, etc.)

The emissions fromhis emission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC23.4(7)
PM 0.1 gr/dscf
LCO Sec.10-62(a)(7)
14 PM/PM10 0.20 Io/hr LCPH ATI 6950 / PTO 6754R1
VOC 0.61 Ib/hr; 2.66 tpy
THAP 0.15 Ib/hr

Operational Limits & Requirements

The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associatedvionitoring and Recordkeeping

All records as required by this permit shall be kepsitanfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirements and associated recordkeeping for this permit shall be

A.

B.

D.

CE-14 shall be maintained according to manufacturer's specifications and good operating practices. efhe own
or operator shall maintain records dfmhintenance completed on A&.

The dfferential pressure across €# shall be maintained between0g2: and 8.0" w.c.when material is

actively being transferred. A differential pressure outside of this range would not be considered a deviation if
visible emissions are not present when the indicator is out of range and corrective actions are initiated as soon
as possild but not longer than eight (8) hours from observation of the abnormal condition. This operating limit
does not include periods of startup, shutdown, or cleaning of the control equipifentowner or operator

shall monitor and record theffdirential pessure across CE4 on a weekly basis.

The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit,
make corrections to operations or equipment associated with the exceedance, and record the corrective action
taken.

EU-14 shall be limited to 5,840 hours of operation based on a rollingndrth total. The owner or operator

shall monitor and record thetrs of operation on a monthly and-é&@nth rolling total basis.

Authority for Requirement: LCPH ATI 6950/ PTO6756R1
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Emission Point Characteristics

The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tzct:)IEy/ZEI?th:n d) Dlssihfgge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
14 30 V 12 70 4,441 LCPH ATI 6950 / PTO 67561

The temperature and flowrate are intended to be representative and characteristic of thod thesjggrmitted

emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emission point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requestijto amend the permit.

Monitoring Requirements

The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.
Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required?

Facility Maintained Operation & Mainten ance Plan Required?

Compliance Assurance Monitoring (CAM) Plan Required?
Authority for Requirement: 567 IAC 22.108(3)

AJD
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Process Group 3 (Process)

Emission Point ID Number: 15, 16, 17

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity CEID = CE Description
15 15 East Germ Bin Germ 7.5 tph CE-15 Baghouse
16 16 West Germ Bin Germ 7.5 tph CE-16 Baghouse
17 17 West Gluten Bin Gluten 7.5 tph CE-17 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, [b./MMBtu, % opacity, etc.)

The emissions from this emission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
15 Opacity 20% LCO Sec.1660(a) LCPH ATI 5512/ PTO 5563
16 PM 0.1 ar/dscf 567 IAC 23.4(7) LCPH ATI 5513/ PTO 556R3
17 - griasce LCO Sec.10-62(a)(7) LCPH ATI 5514 / PTO 556R3
15 PI\(I//SE/IlO 0 14O|'b(3ﬁrl,béh6rl tpy LCPH ATI 5512 / PT(B560-R3
16 THAP 0.03 Ib/hr LCPH ATI 5513/ PTO 556R3
PM/PM10 0.10 Ib/hr
17 VOC 0.16 Ib/hr; 0.68 tpy LCPH ATI 5514 / PTO 556R3
THAP 0.04 Ib/hr

Operational Limits & Requirements

The owner/operator of thisquipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitafor a minimunof five (5) years and shall bavailable for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirements and associated recordkeeping for this permit shall be

A.

CE-15 (CE16, CE17) may be shut down while discharging produotrf the bin while at the same time

not actively filling the bin as long as no visible emissions are observed during this process to ensure
product quality.

CE-15 (CE16, CE17) shall be maintained according to manufacturer's specifications and goodngperati
practices. The owner or operator shall maintain records of all maintenance completedl 5r{CH=L6,

CE-17).

The differential pressure acro€&-15 (CE16, CE17) shall be maintained between 0.@hd 8.0" w.c.

when material is actively beirtgansferred in or out of the bin. A differential pressure outside of this range
would not be considered a deviation if visible emissions are not present when the indicator is out of range
and corrective actions are initiated as soon as possible but ger libvan eight (8) hours from observation

of the abnormal condition. This operating limit does not include periods of startup, shutdown, or cleaning
of the control equipment. The owner or operator shall monitor and record the differential pressure across
CE-15 (CE16, CE17) on a weekly basis.

The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission
unit, make corrections to operations or equipment associated with the exceedance, and record the corrective
action taken.

Authority for Requirement: LCPH ATI 5512 / PTO 556MR3; LCPH ATI 5513 / PTO 556R3;

AJD
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Emission Point Characeristics

The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tzctz)lf)\l/_'eegrghn d) Dlssigle;rge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' (inches, dia.)
15 73 \Y 6 78 1,027 | LCPH ATI 5512/ PTGB560R3
16 73 \Y 6 78 1,027 | LCPH ATI 5513/ PTO 556R3
17 72 \Y 6 82 1,163 LCPH ATI 5514 / PTO 556R3

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. The Departmeamricognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emission point characteristics above are different than the
values stated, the owner or operator shall submgtjaest either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amend the permit.

Monitoring Requirements

The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring
SeeAppendixD, Opacity MonitoringSummary.
Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required?

Facility Maintained Operation & Maintenance Plan Required?

Compliance Assurance Monitoring (CAM) Plan Required?
Authority for Requirement567 IAC 22.108(3)

AJD
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Process Group 3 (Process)

Emission Point ID Number: 20

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity | CE ID CE Description
20A Germ Dryer Burner Natural Gas 0.04 mmcf/hr
20B | Gluten Steam Tube Drye Gluten 9.38 tph CE-20 Wet Scrubber
: CE-20A Cyclone
20 | 20C | Germ Dryer Sections-4 Germ 12.5 tph CE-20B Cyclone
oop | \Waste Gas Steepwater| g0 vater | 4,583.33 buhr  CE-20C Cyclone
Evaporator

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from this emission point shall not exceed the levels specified below.

Emission Limits (During RTO (CE-410) bypass)

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)
PM 0.1 gr/dscf LCO Sec.10-62(a)(7)
567 IAC 23.3(3)"e"
20 SO, 500 ppm LCO Sec. 1665(a)(2) LCPH ATI 7213
4.67 Ib/hr
VOC 24.79 Ib/hr
THAP 5.06 Ib/hr

Operational Limits & Requirements
Theowner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associatedvionitoring and Recordkeeping

All records as required by this permit shall be kepsitanfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirements and associated recordkeeping for this permit shall be

A. The control equipment shall be maintaired c or di ng to the manufacturerds
operating practicesThe owner or operator shall maintain records of all maintenance completed on the
control equipment (CR0, CE20A, CE20B, and CE20C).

B. The recycled liquor flow rate in GEO shall be maintained at a minimum of 348 gallons per minute based
on a rolling 3hour average basis. The owner or operator shall continuously monitor the recycled liquor
flow rate and record all rolling-Bour averaging periods (during actual operationsmthe average
recycled liquor flow rate falls below48 gallons per minute.

C. The pH of CE20 liquor shall be maintained at a minimum of 7.0 based on a rolir@uBaverage basis.
The owner or operator shall continuously monitor the pH of2CHquor and record all rolling shour
averaging periods (during actual operations) when the average pH falls below 7.0.

D. The owner or operator may bypass the RTO-41B) and exhaust through 28 for the purpose of off
line regeneration a maximum of 50 hours péemdar year with no individual offne regeneration period
exceeding 12 hoursThe owner or operator shall record the dates and times the RT@1@E&s bypassed,
and update the total bypass hours per calendar year.

E. The control equipment (GEO, 20A,20B, and 20C) on EUJ80A-20D and 20F shall be operational at all
times the process equipment is online.

Authority for Requirement: LCPH ATI 7213
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Emission Point Characteristics
The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tzctj)(ol\_/leag:]c;[un d) Dlssihfgge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
20 59.6 V 32 170 31,000 LCPH ATI 7213

The temperature and flowrate are intended to be representative and charactéhistitesfgn of the permitted

emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emission point characteristics above are Hdfetbat t

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit applicatio requesting to amend the permit.

Monitoring Requirements
The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No [X]

Compliance Assurance Monitoring (CAM) Plan Required? Yes[] NoX
Authority for Requirement: 567 IAC 22.108(3)
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Process Group 3 (Process)

Emission Point ID Number: 23

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity | CE ID CE Description
20A Germ Dryer Burner Natural Gas 0.04 mmcf/hr
23 20C | Germ Dryer Sections-4 Germ 12.5 tph CE-20C Cyclone

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from this emission point shall not exceed the levels specified below.

Emission Limits (During RTO (CE-410) bypass)

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7
PM 0.1 gr/dscf LCO Sec.l(}62(§;1))(7)
23 500 ppm 567 IAC 23.3(3)"e" LCPH ATI 7064 / PTO 6799
SO LCO Sec. 1865(a)(2)
4.67 Ib/hr
VOC 24.79 Ib/hr

Operational Limits & Requirements
The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitanfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirements and associated recordkeeping for this permit shall be

A. The control equipment (GEOC) on Germ Dryer Sections4l(EU-20C) shall be operational at all times
the process equipment is on line.

B. The control equipment (cyclone, €DC)on the Germ Dryer Sections4l(EU-20C) shall be maintained
according to the manufactur er 6 s Thepwneriorfopeatrtshab ns and
maintain records of all maintenance completed on the control equipment.

C. The purging of tb Germ Dryer Sections4 (EU-20C) during startup through EB is limited t0100
hours per 1Zmonth rolling period. Material shall not be fed into the dryer during the purging protless.
owner or operator shall record the dates and times the Germ ®ggtons 44 (EU-20C) is purged during
startup, and update the total startup purge hours per month and-tnafie rolling period.

Authority for Requirement: LCPH ATI064 / PTO 6799

Emission Point Characteristics
The emission point shall conformttee specifications listed below.

. . Stack
EP (fee?tzgzyeelgrghn d) Dlséih?;ge Opening T(?E;p Fég\é\;ﬁ\;e Authority for Requirement
' 9 Y (inches, dia.)
23 59.6 \Y; 32 159 20,740 LCPH ATI 7064 / PTO 6799

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. iifis determined that any of the emission point characteristics above are different than the
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values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of thesdbvery to determine if a permit amendment is required, or submit a
permit application requesting to amend the permit.

Monitoring Requirements
The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X
Facility Maintained Operation & Maintenan ce Plan Required?  Yes[ ] No[X

Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X
Authority for Requirement: 567 IAC 22.108(3)
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Process Group 4 (Food Starch)

Emission Point ID Number: 27

Associated Equipment

EP

EU EU Description Raw Material | Rated Capacity CEID  CE Description

27

27 #3 Starch Bulk Storage Bin| Cornstarch 12.5 tph CE-27 Badhouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, [b./MMBtu, % opacity, etc.)

The emissions from this emission point shallexaeed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)
PM 0.1 gr/dscf
LCO Sec.10-62(a)(7)
27 PM/PM10 0.08 Io/hr LCPH ATI 4558 / PTO 46184
VOC 0.14 Ib/hr
THAP 0.03 Ib/hr

Operational Limits & Requirements

The owner/operator of this equipment shall comply with the operational limits and requirement listed below.

Operating Requirements with Associatedvionitoring and Recordkeeping

All records as required by this permit shall be kepsitanfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirements and associated recordkeeping for this permit shall be

A.

B.

CE-27 shall be maintained according to manufacturer's specifications and good operating practices. The
owner or operator shall maintain records of all maintenance completed-g2i.CE

The differential pressure across -QE shall be maintained between 0.02" and 8.0" w.c. when material is
actively being transferred in or out of the bin. A differential pressure outside of this range would not be
considered a deviation if visible emissiaare not present when the indicator is out of range and corrective
actions are initiated as soon as possible but no longer than eight (8) hours from observation of the abnormal
condition. This operating limit does not include periods of startup, shutdmweieaning of the control
equipment. The owner or operator shall monitor and record the differential pressure ac&&®ICR

weekly basis.

The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
excegance of 'no visible emissions' will require the owner/operator to promptly investigate the emission
unit, make corrections to operations or equipment associated with the exceedance, and record the corrective
action taken.

Authority for Requirement: LCPH ATI 4558 / PTO 46144

AJD
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Emission Point Characteristics

The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tzct;lf)\l;'eEIQrgLn d) Dlssihfgge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
27 74 V 9 72 1,000 LCPH ATI 4558 / PTO 46184

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperature and flomayatary with changes in the process

and ambient conditions. If it is determined that any of the emission point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronic mail or ergggoadence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amend the permit.

Monitoring Requirements

The owner/operator of this equipment shalingdy with the monitoring requirements listed below.

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.
Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required?

Facility Maintained Operation & Maintenance Plan Required?

Compliance Assurance Monitoring (CAM) Plan Required?
Authority for Requirement: 567 IAC 22.108(3)

AJD
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Process Group 2 (Refinery)

Emission Point ID Number: 32

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity | CE ID CE Description
32 32A Carbon Furnace Carbon 0.75 tph CE-32A Afterburner
32B | Carbon Furnace Burne| Natural Gas | 0.03 MMCF/hr | CE-32B Wet Scrubber

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, [b./MMBtu, % opacity, etc.)

The emissions fromhis emission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant

Emission Limit(s)

Authority for Requirement

Authority for Requirement

Opacity
PM
PM/PM10

32 SG;

NO«
VOC
CO

20%
0.1 gr/dscf
1.44 Ib/hr

500 ppm

1.0 Ib/hr

3.28 Ib/hr

1.00 Ib/hr;
95% DE or
90% DE or

LCO Sec.1660(a)
567 IAC23.4(7)
LCO Sec.10-62(a)(7)

567 IAC 23.3(3)"e"
LCO Sec. 1665(a)(2)

LCPH ATI 4325/ PTO 431-R4

Operational Limits & Requirements

Theowner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping
All records as required by this permit shall be kepsitanfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating

requirements and associated recordkeeping for this permit shall be

A. CE-32 shall be maintained accordingttch e

manufacturer os

owner or operator shall maintain records of all maintenance completed-88.CE
B. The recycled liquor flow rate in GB2 shall be maintained at a minimum of 248 gallons per minute based on

rolling 3-hour average basis. The owner or operator shall continuously monitor the recycled liquor flow rate

and record all rolling $our averaging periods (during actual operations) when the average recycled liquor flow

speci fications

rate falls below 248 gallons pminute.
C. ThepH of CE32 liquor shall be maintained at a minimum of 7.0 based on a rolhmuBaverage basis. The

owner or operator shall continuously monitor the pH of¥Hiquor and record all rolling-Bour averaging

periods (during actual operans) when the average pH falls below 7.0.

D. The

zero hearth

furnace

hearth furnace temperature continuously.
E. To determine compliance with theh®ur average pursuant to pendices H and K of the Consent Decree 05
CV-02037 the shour average is broken into 8 averaging periods: 12 am to 3 am, 3amto 6 am, 6 amto 9 am, 9
amto 12 pm, 12 pmto 3 pm, 3 pmto 6 pm, 6 pmto 9 pm, and 9 pmto 12 am.
F. Fuel use in the emission usiall be limited to natural gas only. Maintain records which indicate natural gas is
the only fuel used for combustion.

AJD
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G. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visibleméssions' will require the owner/operator to promptly investigate the emission unit,
make corrections to operations or equipment associated with the exceedance, and record the corrective action
taken.

Authority for Requirement: LCPH ATI4325/PTO 431-R4

Emission Point Characteristics
The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tzcl:alg\l/_'eEIgrr;Ln d) D%Cth?erge Opening T(EIT)p Fég\é\;ﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
32 104 \Y 18 224 2,800 LCPH ATI4325/PTO 431-R4

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperature and flow rate may vary with changesdesthe

and ambient conditions. If it is determined that any of the emission point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Departmat within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amend the permit.

Monitoring Reguirements
The owner/operator of this equipment shall comply with the monitoringrezgents listed below.

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.

Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No[X
Compliance Assurance Monitoring (CAM) Plan Required? Yes[ ] No [X

Authority for Requirement: 567 IAC 22.108(3)
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Process Group 2 (Refinery)

Emission Point ID Number: 33

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity = CE ID CE Description
33A HCI Tank A 1,123 @allons
33B HCI Tank B 1,123 @llons
33C Acid Storage Tank 19,500 gallons

33 | 33D Acid Head Tank HCI 470 gallons CE-33 | Packed Bed Scrubbe
33E Acidification Tank 375 gallons
33F Converter Feed Tank 2,880 gallons
33G | Carbon Column Feed Tan 2,800 gallons

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, [b./MMBtu, % opacity, etc.)

The emissions from this emission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
33 o 1 gfec i%gégcz'ifé?(;;((lz)) LCPH ATI 6378 / PTO 6114%5
PM/PM10 0.24 Ib/hr
VOC 0.41 Ib/hr;1.80tpy
THAP 0.541b/hr

Operational Limits & Requirements

The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitenfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirements and associatedaetkeeping for this permit shall be

A.

B.

CE-33 shall be maintained according to manufacturer's specifications and good operating practices. The
owner or operator shall maintain records of all maintenance completed-88.CE

ThepH of CE33 liguor shall be maintained at a minimum of 7.0 based on a rolauBaverage basts.

The owner or operator shall continuously monitor the pH of3GHiquor and record all rolling-Bour

averaging periods (during actual operations) wheratrerage pH falls below 7.0.

The recycled liquor flow rate in GB3 shall be maintained at a minimum of 62 gallons per minute based on

a rolling 3hour average basfsThe owner or operator shall continuously monitor the recycled liquor flow

rate and reord all rolling 3hour averaging periods (during actual operations) when the average recycled
liquor flow rate falls below 62 gallons per minute.

The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission
unit, make corrections to operations or equipment associated with the exceedance, and record the corrective
action taken.

1 The owner or operator may dace the pH for maintenance of the dP transmitter and scrubber flow meter with the fan o
for a period of up to an hour each month. Maintain a record of each event.
2The owner or operator may have up to-aéhute period where the recirculation water is less than 62 gallons per minute
while unloading HCL. Maintain a record of each event.

Authority for Requirement: LCPH ATI 6378 / PTE116R5

AJD
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Emission Point Charaderistics
The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tz(t:)lf)\l/—leelgrrc])tun d) D|sscthiagge Opening T(Egp Fég\é\;ﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
33 46 \Y 24 72 1,482 LCPH ATI 6378 / PT(6116R5

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambientonditions. If it is determined that any of the emission point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30days of the discovery to determine if a permit amendment is required, or submit a

permit application requesting to amend the permit.

Monitoring Reguirements
The owner/operator of this equipment shall comply with the monitoring requirements listed belo

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.

Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required? Yes[] NoX
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No[X

Compliance Assurance Monitoring (CAM) Plan Required? Yes[X] No[]
Authority for Requirement: 567 IAC 22.108(3)
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Process Group 3 (Process)

Emission Point ID Number: 37

Associated Equipment

—_ Raw Rated _
EP | EU EU Description Material Capacity CEID @ CE Description
37 | 37 | Corn Cleaning & Convey Aspiratiorr ~ Corn 10,000bu/hr | CE-37 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)

The emissions from this emission point shall not exceed the levels spesdifiwd

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)
37 PM 0.1 gr/dscf LCO Sec.10-62(a)(7) LCPH ATI 6877 / PTO 66241
PM/PM10 2.14 Ib/hr

Operational Limits & Requirements

The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associaéd Monitoring and Recordkeeping

All records as required by this permit sl kept orsite for a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manmbe operating
requirements and associated recordkeeping for this permit shall be

A.

B.

CE-37 shall be maintained according to manufacturer's specifications and good operating practices. The owner
or operator shall maintain records of all maintenance completed «€3Y CE

The differential pressure across -GE shall be maintained between 0.01d 8.0" w.c. when material is
actively being processed. A differential pressure outside of this range would not be considered a deviation if
visible emissions are not present when the indicator is out of range and corrective actions are initiated as soo
as possible but no longer than eight (8) hours from observation of the abnormal condition. This operating limit
does not include periods of startup, shutdown, or cleaning of the control equipment. The owner or operator
shall monitor and record the diffential pressure across GE on a weekly basis.

The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigatesiereomit,

make corrections to operations or equipment associated with the exceedance, and record the corrective action
taken.

Authority for Requirement: LCPH ATé877/ PTO6626R1
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Emission Point Characteristics
The emission point shall cafn to the specifications listed below.

. . Stack
EP (fee?tzct;lf)\l;'eEIQrgLn d) Dlssihfgge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
37 104 V 30 x 30 85 15,115 LCPH ATI 6877 / PTO 6621

The temperature arftbwrate are intended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determinedtthay of the emission point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to deterrifingpermit amendment is required, or submit a

permit application requesting to amend the permit.

Monitoring Requirements
The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.

Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No[X

Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X
Authority for Requirement: 567 IAC 22.108(3)
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Process Group 3 (Process)

Emission Point ID Number: 40, 41

Associated Equipment

EP | EU

EU Description Raw Material | Rated Capacity CE ID CE Description

40B
40
40F
40G
41 | M

40A | Mill Aspiration System

40C Clarifier Feed Tank
40D Primary Feed Tank

Steephouse Aspiration

Gluten Tank

MST Feed Tank
Millwater Tank

System

Corn 110,000 BPD CE-40 Packed Bed Scrubbe

Corn 110,000 BPD = CE-41 Wet Scrubber

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, [b./MMBtu, % opacity, etc.)

The emissions from this emission point shall not exceed the levels specified below.

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
500 ppro 567 IAC 23.3(3)"e"
SG LCO Sec. 1665(a)(2)
40 0.75 Ib/hr LCPH ATI 7021 / PTO 680(R1
VOC 8.25 Ib/hr; 36.14 tpy
THAP 0.26 Ib/hr
567 IAC 23.4(7
PM 0.1 grfdscf LCO Sec. 1062((a))(7)
PM/P Mo 1.07 Ib/hr
500 ppro 567 IAC 23.3(3)"e"
41 SO LCO Sec. 1665(a)(2) LCPH ATI 6034 / PTO 576R2
2.35 Ib/hr
VOC 9.79 Ib/hr
SHAP 0.25 Ib/hr
THAP 0.40 Ib/hr

Operational Limits & Requirements

The owner/operator of this equipment steimply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring and RecordkeepingeP 40)

All records as required by this permit shall be kepsitanfor a minimunof five (5) years and shall be available for

inspection by theDepartment Records shall be legible and maintained in an orderly manmhbe operating
requirements and associated recordkeeping for this permit shall be

A. CE-40 shall be maintained according to manufest's specifications and good operating practices. The owner

or operator shall maintain records of all maintenance completed el9CE

B. The recycled liquor flow rate in GEO shall be maintained at a minimum of 30 gallons per minute based on a
rolling 3-hour average basis. The owner or operator shall continuously monitor the recycled liquor flow rate
and record all rolling $hour averaging periods (during actual operations) when the average recycled liquor flow

rate falls below 30 gallons per minute.
C. ThepH of CE40 liquor shall be maintained at a minimum of 6.9 based on a rolir@uBaverage basis. The
owner or operator shall continuously monitor the pH of4tHiquor and record all rolling-Bour averaging
periods (during actual operations) when élwverage pH falls below 6.9.
Authority for RequirementLCPH ATI 7021/ PTO6800R1

AJD
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Operating Requirements with Associated Monitoring and RecordkeepingeP 41)

All records as required by this permit shall be kepsitenfor a minimunof five (5) yearsand shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manmbe operating
requirements and associated recordkeeping for this permit shall be

A.

B.

CE-41 shall be maintained according to manufactsirggecifications and good operating practices. The owner

or operator shall maintain records of all maintenance completed €L CE

ThepH of CE41 liquor shall be maintained at a minimum of 6.9 based on a rolhuBaverage basis. The

owner or operatr shall continuously monitor the pH of €& liquor and record all rolling-Bour averaging

periods (during actual operations) when the average pH falls below 6.9.

The recycled liquor flow rate in GE1 shall be maintained at a minimum of 190 gallorrsmpieute based on a

rolling 3-hour average basis. The owner or operator shall continuously monitor the recycled liquor flow rate

and record all rolling $our averaging periods (during actual operations) when the average recycled liquor flow
rate falls beow 190 gallons per minute.

The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit,
make corretions to operations or equipment associated with the exceedance, and record the corrective action
taken.

The facility shall be limited to an average grind rate of 110,000 bushels/day based-omath2olling period.

The owner or operator shall monitand record the grind rate and hours of operation on a daily basis. This data
will be used to calculate the monthly average production rate, which must be further reducednorahl2

rolling average to demonstrate compliance.

Authority for RequirementLCPH ATI 6034/ PTO5761-R2

Emission Point Characteristics

The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tzgf)yeeg]rghn d) DIS’SCS?erge Opening T(Ele)p Fég\é\;ﬁ;e Authority for Requirement
' (inches, dia.)
40 39 H 30 x 36 94 7,825 LCPH ATI 7021 / PTO 6801
41 71 V 48 94 25,358 | LCPH ATI 6034 / PTO 576R2

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. Th®epartment recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emission point characteristics above are different than the
values stated, the owner or operator Ishiatbmit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amend the permit.

Monitoring Reguirements
The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring (EP 41 only)
SeeAppendixD, Opacity MonitoringSummary.
Authority for Requirement: 567 IAC 22.108(14)

Stack Testing (EP 40only)
Refer to Appendig, Stack Testing Summary, for the applicable requirements.
Authority for Requirement: 567 IAC 22.108(3)

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No[X
Compliance Assurance Monitoring (CAM) Plan Required? Yes[XI® No[]

@) CAM Plan required fobothEP 40 and ER}1. Refer to Appendix B, CAM Plans Summary, for the applicable
requirements.

Authority for Requirement: 567 IAC 22.108(3)
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Process Group 4 (Food Starch)

Emission Point ID Number: 43

Associated Equipment

EP

EU EU Description Raw Material | Rated Capacity CEID = CE Description

43

43 Vacuum Cleaner Vent Cornstarch 10 tph CE-43 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, |[b./MMBtu, % opacity, etc.)

The emissions from this emission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)
PM 0.1 gr/dscf
LCO Sec.10-62(a)(7)
43 PM/PM10 0.05 Ib/hr LCPH ATI 5462 / PTCB443R3
VOC 0.01 Ib/hr; 0.06 tpy
THAP 0.00 Ib/hr

Operational Limits & Requirements

The owner/operator of this equipment shall comply with the operational limiteeguitements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitanfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records lsall be legible and maintained in an orderly mann&he operating
requirements and associated recordkeeping for this permit shall be

A.

B.

CE-43 shall be maintained according to manufacturer's specifications and good operating practices. The
owner oroperator shall maintain records of all maintenance completed et8CE

The differential pressure across @8 shall be maintained between 0.02" and 8.0" w.c. when material is
actively being transferred. A differential pressure outside of this range woulte considered a deviation

if visible emissions are not present when the indicator is out of range and corrective actions are initiated as
soon as possible but no longer than eight (8) hours from observation of the abnormal condition. This
operating Imit does not include periods of startup, shutdown, or cleaning of the control equipment. The
owner or operator shall monitor and record the differential pressure acre$3 @ta weekly basis.

The owner or operator shall monitor and record 'no visiblesgionis' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission
unit, make corrections to operations or equipment associated with the exceedance, and record the correctiv
action taken.

Authority for Requirement: LCPH ATI 5462 / PTO 54R3
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Emission Point Characteristics

The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tzct;lf)\l;'eEIQrgLn d) Dlssihfgge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
43 44 V 7 144 550 LCPH ATI 5462 / PTO 544R3

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. ThB®epartment recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emission point characteristics above are different than the
values stated, the owner or operator Ishitbmit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amend the permit.

Monitoring Requirements

The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.
Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required?

Facility Maintained Operation & Maintenance Plan Required?

Compliance Assurance Monitoring(CAM) Plan Required?

Authority for Requirement: 567 IAC 22.108(3)

AJD
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Process Goup 4 (Food Starch)

Emission Point ID Number: 51

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity CEID = CE Description
51A 50 Pound Bagger Starch 5tph
51B Industrial Starch Packer Starch 8 tpht

51 51C FoodStarch Super Sacker Starch 5 tpht CESl Baghouse
51D A & B Bins Starch 6 tph

1 The system is limited to bag either food or industrial starch at one time.

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, [b./MMBtu, % opacity, etc.)

The emissions fromhis emission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC23.4(7)
PM 0.1 gr/dscf
LCO Sec.10-62(a)(7)
51 PM/PM10 0.43 Ib/hr LCPH ATI 6951 / PTO 673(R1
VOC 0.34 Ib/hr; 1.49 tpy
THAP 0.08 Ib/hr

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitenfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manmhbe operating
requirements and associated recordkeeping for this permit shall be

A.

B.

CE-51 shall be maintained accordimo manufacturer's specifications and good operating practices. The
owner or operator shall maintain records of all maintenance completed-6&.CE

The differential pressure across -Gk shall be maintained between 0.02" and 8.0" w.c. when material is
adively being transferred. A differential pressure outside of this range would not be considered a deviation
if visible emissions are not present when the indicator is out of range and corrective actions are initiated as
soon as possible but no longer theight (8) hours from observation of the abnormal condition. This
operating limit does not include periods of startup, shutdown, or cleaning of the control equipment. The
owner or operator shall monitor and record the differential pressure acresk @Ea weekly basis.

The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission
unit, make corrections toperations or equipment associated with the exceedance, and record the corrective
action taken.

Authority for Requirement: LCPH AT6951/ PTO6730R1
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Emission Point Characteristics
The emission point shall conform to the specifications lisédolw.

. . Stack
EP (fee?tzct;lf)\l;'eEIQrgLn d) Dlssihfgge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
51 47 V 24 82 10,173 | LCPH ATI 6951/ PTO 673®R1

The temperature and flowrate are intended teepeesentative and characteristic of the design of the permitted

emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emissiongi@rcteristics above are different than the

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a permit amendmeuirede or submit a

permit application requesting to amend the permit.

Monitoring Requirements
The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.

Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required? Yes[] NoX
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No [X]

Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X
Authority for Requirement: 567 IAC 22.108(3)
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Process Group 4 (Food Starch)

Emission Point ID Number: 52

Associated Equipment

EP

EU EU Description Raw Material | Rated Capacity CEID = CE Description

52

52 #1 Starch Bulk Storage Starch 12.5 tph CE-52 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)

The emissions from this emission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)
PM 0.1 gr/dscf
LCO Sec.10-62(a)(7)
52 PM/PM10 0.08 Ib/hr LCPH ATI 4559 / PTO 4619R3
VOC 0.34 Ib/hr; 0.60 tpy
THAP 0.03 Ib/hr

Operational Limits & Requirements

The owner/operator of this equipment shall comyily the operational limits and requirement listed below.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitanfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirements and associated recordkeeping for this permit shall be

A.

B.

CE-52 shall be maintained according to mantifeer's specifications and good operating practices. The
owner or operator shall maintain records of all maintenance completed-68.CE

The differential pressure across -GE shall be maintained between 0.02" and 8.0" w.c. when material is
actively beingtransferred in or out of the bin. A differential pressure outside of this range would not be
considered a deviation if visible emissions are not present when the indicator is out of range and corrective
actions are initiated as soon as possible but mgelothan eight (8) hours from observation of the abnormal
condition. This operating limit does not include periods of startup, shutdown, or cleaning of the control
equipment. The owner or operator shall monitor and record the differential pressuse GEES on a

weekly basis.

The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission
unit, make correi@ns to operations or equipment associated with the exceedance, and record the corrective
action taken.

Authority for RequirementLCPH ATI 4559 / PTO 4614R3
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Emission Point Characteristics

The emission point shall conform to the specificatigted below.

. . Stack
EP (fee?tzct;lf)\l;'eEIQrgLn d) Dlssihfgge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
52 74 \Y 9 72 1,000 | LCPH ATI 4559 /PTO 4618R3

The temperature and flowrate are intended teepeesentative and characteristic of the design of the permitted

emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emissiongi@rcteristics above are different than the

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a permit amendmeuirede or submit a

permit application requesting to amend the permit.

Monitoring Requirements

The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.
Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required?

Facility Maintained Operation & Maintenance Plan Required?

Compliance Assurance Monitoring (CAM) Plan Required?

Authority for Requirement: 567 IAC 22.108(3)

AJD
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Process Group 4 (Food Starch)

Emission Point ID Number: 58

Associated Equipment

EP

EU EU Description Raw Material | Rated Capacity CEID = CE Description

58

58 Starch Truck Loadout Starch 7.008 tph CE-58 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)

The emissions from this emission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)
PM 0.1 gr/dscf
LCO Sec.10-62(a)(7)
58 PM/PM10 0.34 Ib/hr LCPH ATI 6243 / PTO 604@R3
VOC 0.14 Ib/hr; 0.62 tpy
THAP 0.04 Ib/hr

Operational Limits & Requirements

The owner/operator of this equipment shall comyily the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitanfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirements and associated recordkeeping for this permit shall be

A.

B.

CE-58 shall be maintained according to mantifesr's specifications and good operating practices. The
owner or operator shall maintain records of all maintenance completed-68.CE

The differential pressure across -G8 shall be maintained between 0.02" and 8.0" w.c. when material is
actively beingransferred. A differential pressure outside of this range would not be considered a deviation
if visible emissions are not present when the indicator is out of range and corrective actions are initiated as
soon as possible but no longer than eight @)ré from observation of the abnormal condition. This
operating limit does not include periods of startup, shutdown, or cleaning of the control equipment. The
owner or operator shall monitor and record the differential pressure acres® @Ea weekly asis.

The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission
unit, make corrections to operationseguipment associated with the exceedance, and record the corrective
action taken.

Authority for Requirement: LCPH ATI 6243 / PTO 60R3
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Emission Point Characteristics
The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tzct;lf)\l;'eEIQrgLn d) Dlssihfgge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
58 58 V 10 70 4,078 LCPH ATI 6243 / PTO 6040R3

The temperature and flowrate are intended to be representatichanadteristic of the design of the permitted

emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emission point characteristieaebdifferent than the

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amend the permit.

Monitoring Requirements
The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.

Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required? Yes[] NoX
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No [X]

Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X
Authority for Requirement: 567 IAC 22.108(3)
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ProcessGroup 5 (Industrial Starch)

Emission Point ID Number: 61

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity | CE ID CE Description
61A | Moadification Tank 4 | Starch Slurry | 30,000 gallons
61B | Modification Tank 5 | Starch Slurry 30,000 gallons

61 | 61C | Madification Tank 6 | Starch Slurry 30,000 gallons | CE-61 @Packed Bed Scrubbe
61D | Moadification Tank 7 | Starch Slurry 45,000gallons
61E | Modification Tank 8 | Starch Slurry 45,000 gallons

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from this emission point shall not exceed the levels specified below.

EmissionLimits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
0.01 Ib/hr
61 SG 500 pprm 567 IAC 23.3(3)"e" LCPH ATI 6960 / PTO 673R1
LCO Sec.1665(a)(2)

Operational Limits & Requirements
The owner/operator of thisquipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring andrecordkeeping
All records as required by this permit shall be kepsitnfor a minimunof five (5) years and shabe available for
inspection by theDepartment Records shall be legible and maintained in an orderly manmhbe operating

requirements and associated recordkeeping for this permit shall be

A.

B.

CE-61 shall be maintained according to manufactusgrécifications and good operating practices. The
owner or operator shall maintain records of all maintenance completed-6&.CE

ThepH of CE61 liquor shall be maintained at a minimum of 7.0 based on a roHiuBaverage basis.

The owner or operatahall continuously monitor the pH of @& liquor and record all rolling-Bour
averaging periods (during actual operations) when the average pH falls below 7.0.

The recycled liquor flow rate in GEL shall be maintained at a minimum of 25 gallons pieuta based on

a rolling 3hour average basis. The owner or operator shall continuously monitor the recycled liquor flow
rate and record all rolling-Bour averaging periods (during actual operations) when the average recycled
liquor flow rate falls below25 gallons per minute.

The owner or operator shall produce no more than 105,000 tons of oxidized starch basednoonth12
rolling basis. The owner or operator shall record the amount of oxidized starch produced monthly and
calculate and record idonthrolling totals.

Authority for Requirement: LCPH AT6960/ PTO6731-R1
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Emission Point Characteristics
The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tzct;lf)\l;'eEIQrgLn d) Dlssihfgge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
61 60 V 10 94 1,176 LCPH ATI 6960 / PTO 673R1

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. ThB®epartment recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emission point characteristics above are different than the
values stated, the owner or operator Ishitbmit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amend the permit.

Monitoring Reguirements
The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No [X]

Compliance Assurance Monitoring (CAM) Plan Required? Yes[] NoX
Authority for Requirement: 567 IAC 22.108(3)
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Process Group 4 (Fod Starch)

Emission Point ID Number: 65

Associated Equipment

EP

EU EU Description Raw Material | Rated Capacity CEID = CE Description

65

65 Starch Rail Loadout Starch 18.173 tph CE-65 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, [b./MMBtu, % opacity, etc.)

The emissions from this emission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)
PM 0.1 gr/dscf
LCO Sec.10-62(a)(7)
65 PM/PM10 0.4 Ib/hr LCPH ATI 2139 / PTO 22485
VOC 0.07 Ib/hr; 0.30 tpy
THAP 0.02 Ib/hr

Operational Limits & Requirements

The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitanfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirements and associatedaetkeeping for this permit shall be

A.

B.

CE-65 shall be maintained according to manufacturer's specifications and good operating practices. The
owner or operator shall maintain records of all maintenance completed-65.CE

The differential pressure across -6k shall be maintained between 0.02" and 8.0" w.c. when material is
actively being transferred. A differential pressure outside of this range would not be considered a deviation
if visible emissions are not present when the indicator is out of rangeoamsdtive actions are initiated as

soon as possible but no longer than eight (8) hours from observation of the abnormal condition. This
operating limit does not include periods of startup, shutdown, or cleaning of the control equipment. The
owner or opeator shall monitor and record the differential pressure acros85Ci a weekly basis.

The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owperaior to promptly investigate the emission

unit, make corrections to operations or equipment associated with the exceedance, and record the corrective
action taken.

Authority for Requirement: LPCH ATI 2139 / PTO 2285
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Emission PointCharacteristics
The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tzct;lf)\l;'eEIQrgLn d) Dlssihfgge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
65 33 D 8x8 73 2,013 LCPH ATI 2139 / PTO 22485

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
andambient conditions. If it is determined that any of the emission point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within tinty (30) days of the discovery to determine if a permit amendment is required, or submit a

permit application requesting to amend the permit.

Monitoring Requirements
The owner/operator of this equipment shall comply with the monitoring requiremésdstdedow.

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.

Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required? Yes[] NoX
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No [X]

Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X
Authority for Requirement: 567 IAC 22.108(3)
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Process Group 3 (Process)

Emission Point ID Number: 68

Associated Equipment

EP

EU EU Description Raw Material | Rated Capacity £ CEID = CE Description

68

68 Cracked Corn Hammermill Corn 7.66 tph CE-68 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, [b./MMBtu, % opacity, etc.)

The emissions from this emission point shall not exceed the levels specified below.

EmissionLimits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)
68 PM 0.1 gr/dscf LCO Sec.10-62(a)(7) LCPH ATI 5881 / PTO 558R3
PM/PM10 0.06 Ib/hr

Operational Limits & Requirements

The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitanfora minimumof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirements and associated recordkeeping for this permit shall be

A.

B.

CE-68 shall bemaintained according to manufacturer's specifications and good operating practices. The
owner or operator shall maintain records of all maintenance completed-68.CE

The differential pressure across 68 shall be maintained between 0.02" and 8.0" wleen material is
actively being transferred. A differential pressure outside of this range would not be considered a deviation
if visible emissions are not present when the indicator is out of range and corrective actions are initiated as
soon as possiblbut no longer than eight (8) hours from observation of the abnormal condition. This
operating limit does not include periods of startup, shutdown, or cleaning of the control equipment. The
owner or operator shall monitor and record the differentialspresacross GB8 on a weekly basis.

The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission
unit, make corrections to operations or equipment associated with the exceedance, and record the corrective
action taken.

Authority for Requirement: LCPH ATI 5881 / PTO 55B3
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Emission Point Characteristics
The emission point shall conform to thesifications listed below.

. . Stack
EP (fee?tzct;lf)\l;'eEIQrgLn d) Dlssihfgge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
68 31 V 14 x 14 68 1,302 LCPH ATI 5881 / PTO 558:R3

The temperature and flowrate anéended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any oktinéssion point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a pam@indment is required, or submit a

permit application requesting to amend the permit.

Monitoring Requirements
The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring

SeeAppendixD, OpacityMonitoring Summatry.

Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No [X]

Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X
Authority for Requirement: 567 IAC 22.108(3)
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Process Group 5 (Industrial Starch)

Emission Point ID Number: 70

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity | CE ID CE Description
70A | Starch Modification Tank 1 Starch 24 tph
70B | Starch Modification Tank 2 Starch 24 tph

70 | 70C Starch Washer 1 Starch 24 tph CE-70 Packed Bed Scrubbel
70D Starch Washer 2 Starch 24 tph
70E Soda Ash Storage Tank 3 SodaAsh 24 tph

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, [b./MMBtu, % opacity, etc.)

The emissions from this emission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
M| ongue | SACEIGER
70 ; e LCPH ATI 4380/ PTO 444R4
500 ppro 567 IAC 23.3(3)"e
SG; LCO Sec. 1&65(a)(2)
0.35 Ib/hr

Operational Limits & Requirements

The owner/operator or this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitanfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirements and associatedaetkeeping for this permit shall be

A. CE-70 shall be maintained according to manufacturer's specifications and good operating practices. The owner
or operator shall maintain records of all maintenance completed 6i0CE

B. ThepH of CE70 liquor shall be matained at a minimum of 7.0 based on a rollinlgddir average basis. The
owner or operator shall continuously monitor the pH of @Hiquor and record all rolling-Bour averaging
periods (during actual operations) when the average pH falls below 7.0.

C. The recycled liquor flow rate in GEO shall be maintained at a minimum of 12 gallons per minute based on a
rolling 3-hour average basis. The owner or operator shall continuously monitor the recycled liquor flow rate
and record all rolling hour averagig periods (during actual operations) when the average recycled liquor flow
rate falls below 12 gallons per minute.

D. The owner or operator shall produce no more than 105,000 tons of oxidized starch baseevamnth 12lling
basis. The owner or operatdradl record the amount of oxidized starch produced monthly and calculate and
record 12month rolling totals.

Authority for Requirement: LCPH ATI 4380 / PTO 44&4

AJD

59

07-TV-006R2, 6/19/19



Emission Point Characteristics

The emission point shall conform to the specificatilisted below.

. . Stack
EP (fee?tzct;lf)\l;'eEIQrgLn d) Dlssihfgge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
70 64 V 10 80 1,369 LCPH ATI 4380 / PTO 444R4

The temperature and flowrate are intended teepeesentative and characteristic of the design of the permitted

emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emissiongi@rcteristics above are different than the

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a permit amendmeuirede or submit a

permit application requesting to amend the permit.

Monitoring Requirements

The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.
Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required?

Facility Maintained Operation & Maintenance Plan Required?

Compliance Assurance Monitoring (CAM) Plan Required?

Authority for Requirement: 567 IAC 22.108(3)

AJD
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Process Group 5 (Industrial Starch)

Emission Point ID Number: 71

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity | CE ID CE Description
71A Starch Modification Tank 9 Starch 50,000 Gallons
71B | Starch Modification Tank 10 Starch 50,000 Gallons
71C | Starch Modification Tank 12 Starch 50,000 Gallons

71 71D | Starch Modification Tank 14 Starch 125,000 Gallons | CE-71 @ Packed Bed Scrubbe
71E | Starch Modification Tank 15 Starch 125,000 Gallons
71F | Starch Modification Tank 16 Starch 125,000 Gallons
71G | Starch Modification Tank 17 Starch 125,000 Gallons

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)

The emissions from this emission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.3(2)"a"(2)
PM 0.1 grfdscf LCO Sec.10-62(a)(1)
71 PM/PMo 0.26 Ib/hr LCPH ATI 6952 / PTO 681R1
500 ppro 567 IAC 23.3(3)"e"
SO LCO Sec. 1865(a)(2)
0.01 Ib/hr

Operational Limits & Requirements

The owner/operator of this equipment stamply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitenfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manmhbe operating
requirements and associated recordkeeping for this permit shall be

A.

B.

CE-71 shall be maintained accordingr@mnufacturer's specifications and good operating practices. The owner
or operator shall maintain records of all maintenance completed 6i1CE

ThepH of CE71 liquor shall be maintained at a minimum of 7.0 based on a roHi@uBaverage basis. The
owner or operator shall continuously monitor the pH of THiquor and record all rolling-Bour averaging

periods (during actual operations) when the average pH falls below 7.0.

The recycled liquor flow rate in GE1 shall be maintained at a minimum &fdallons per minute based on a
rolling 3-hour average basis. The owner or operator shall continuously monitor the recycled liquor flow rate
and record all rolling $hour averaging periods (during actual operations) when the average recycled liquor flow
rate falls below 15 gallons per minute.

The owner or operator shall produce no more than 105,000 tons of oxidized starch baseehamth ¥alling

basis. The owner or operator shall record the amount of oxidized starch produced monthly and calculate and
record 12month rolling totals.

Authority for Requirement: LCPH AT6952/ PTO6814R1
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Emission Point Characteristics

The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tzct;lf)\l;'eEIQrgLn d) Dlssihfgge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
71 71 V 16 80 3,592 LCPH ATI 6952 / PTO 68141

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point.The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emission point characteristics above are different than the
values stated, the owner or operathall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amend the permit.

Monitoring Requirements

The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.
Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required?

Facility Maintained Operation & Maintenan ce Plan Required?

Compliance Assurance Monitoring (CAM) Plan Required?
Authority for Requirement: 567 IAC 22.108(3)
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Process Group 5 (Industrial Starch)

Emission Point ID Number: 79

Associated Equipment
EP | EU EU Description Raw Material | Rated Capacity CEID = CE Description
79 79 Industrial Starch Loadout Starch 80 tph CE-79 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from this emission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacit 0%
pacity 40% 567 IAC 23.3(2)"d"
PM 0.1 gr/dscf 567 IAC 23.4(7) DNR PSD 16A-258P1
0.01 gr/dsc¥; LCPH ATI 5463 / PTO 5348:3
79 | PMPMo | 39 |p/hr: 1.7 tpy
PM/PMo 0.31 Ib/hr
Opacity 20% LCO Sec.1660(a)
PM 0.1 gr/dscf LCO Sec.10-62(a)(9) LCPH ATI 5463/ PTO5345R3

1BACT limits

Operational Limits & Requirements
The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitafor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirements and associatedaetkeeping for this permit shall be

A. The differential pressure across C& shall be maintained between 0.Géhd 8.0" w.c. when material is
actively being transferred. A differential pressure outside of this range would not be considered a deviation if
visible emissions are not present when the indicator is out of range and corrective actions are initiated as soon
as possible but no longer than eight (8) hours from observation of the abnormal condition. This operating limit
does not include periods ofastup, shutdown, or cleaning of the control equipment. The owner or operator
shall monitor and record the differential pressure acrosgZaén a weekly basis.

B. The owner or operator shall monitor and record 'no visible emissions' observations on ahasekly An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit,
make corrections to operations or equipment associated with the exceedance, and record the corrective action
taken.

C. The owner or opator shall produce no more than 105,000 tons of oxidized starch based -snoath2rolling
basis. The owner or operator shall record the amount of oxidized starch produced monthly and calculate and
record 12month rolling totals.

D. The owner or operatohall operate, inspect, and maintain the control equipment according to manufacturer's
specifications. Maintain a record of all inspections, maintenance activities, and any actions resulting from the
inspection/maintenance of the control equipment andnibw@toring devices.

Authority for RequirementDNR PSD 16A-258P1; LCPH ATI 5463 / PTO 53413
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Emission Point Characteristics
The emission point shall conform to the specifications listed below.

} . Stack
Ep (fee?tzclz)lf)\l;'eagrgtund) DISSCthIag 98| Opening T(flT)p Fggﬁ;e Authority for Requirement
, 9 Y (inches, dia.)
LCPH ATI 5463 / PTO 534R3
79 42 \Y; 12 x12 73 4,607 DNR PSD 16A-258P1

The temperature and flowrate are intended to be representative and characteristic of the thesjggroitted

emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emission point characteristics above are different than the
valuesstated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting amend the permit.

Monitoring Requirements
The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring
SeeAppendixD, Opacity MonitoringSummary.
Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X
Facility Maintained Operation & Maintenanc e Plan Required?  Yes[ ] No [X]
Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X
Authority for Requirement: 567 IAC 22.108(3)
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Process Group 4 Ipdustrial Starch)

Emission Point ID Number: 85

Associated Equipment

EP

EU EU Description Raw Material | Rated Capacity CEID = CE Description

85

85 | #10 Starch Bulk Storage Bir Starch 5 tph CE-85 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, [b./MMBtu, % opacity, etc.)

The emissions from this emission paindll not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)
PM 0.1 gr/dscf
LCO Sec.10-62(a)(7)
85 PM/P Mo 0.15 Ib/hr LCPH ATI 5464 / PTO 5444R3
VOC 0.24 Ib/hr; 1.07 tpy
THAP 0.06 Ib/hr

Operational Limits & Requirements

The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirementswith Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitanfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirements and associated recordkeeping for this permit shall be

A.

B.

CE-85 shall be maintained according to manufacturer's specifications and good operating practices. The
owner or operator shall maintain records of all maintenance completed-86.CE

The differential pressure across 8k shall be maintained between 0.02" and 8.0" w.c. when material is
actively being transferred in or out of the bin. A differential presswtside of this range would not be
considered a deviation if visible emissions are not present when the indicator is out of range and corrective
actions are initiated as soon as possible but no longer than eight (8) hours from observation of the abnormal
condition. This operating limit does not include periods of startup, shutdown, or cleaning of the control
equipment. The owner or operator shall monitor and record the differential pressure acRsoICE

weekly basis.

The owner or operator shall nmitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission
unit, make corrections to operations or equipment associated with thel@xceeand record the corrective
action taken.

Authority for Requirement: LCPH ATI 5464 / PTO 54R38
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Emission Point Characteristics

The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tzct;lf)\l;'eEIQrgLn d) D'SST?ége Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
85 79 H 6 X6 72 1,791 LCPH ATI 5464 /| PTO 5444R3

The temperature and flowrate are intended to be representative and characteristic of the degignroifttiae

emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emission point characteristics above are different than the
values stied, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amd the permit.

Monitoring Requirements

The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.
Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required?

Facility Maintained Operation & Maintenance Plan Required?

Compliance Assurance Monitoring (CAM) Plan Required?
Authority for Requirement: 567 IAC 22.108(3)

AJD

66

Yes[] No[X
Yes[] No[X
Yes[ ] No[X

07-TV-006R2, 6/19/19



Process Group 5 (Industrial Starch)

Emission Point ID Number: 90

Associated Equipment

EP | EU EU Description Raw Material Rated Capacity CEID | CE Description
90 Non-oxidized Starch 16 tph
90 90A Starch Flash Dryer #4 Oxidized Starch 16 tph CE-90 Wet Scrubber

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)

The emissions from this emission painall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 0%
40% 567 IAC 23.3(2)"d"
PM 0.1 gr/dscf 567 IAC 234(7)
0.015 gr/dsdcf
PM/PMio L.
95%'88@{;}:3;;‘)9 DNR PSD 16A-259P2
PM/PMio '9.51 Ib/hr ' LCPH ATI 6923 / PTO 680&R1
90 500 ppm 567 IAC 23.3(3)"e"
SO
2 ppmy
VOC 10 ppm
THAP 2.5 ppm
Opacity 20% LCO Sec.1660(a)
PM 0.1gr/dscf LCO Sec.10-62(a)(9) LCPH ATI 6923/ PTO6803R1
SO, 500 ppm LCO Sec. 1065(a)(2)
IBACT limits

Operational Limits & Requirements

The owner/operator of this equipment shall comply with the operational limits and requirements specified below.

Operating Requirementswith Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitanfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manmhbe operating
requirements and associated recordkeeping for this permit shall be

A.

The recycled liquor flow rate in GEO shall be maintained at a minimum of 120 gallons per minute based on
rolling 3-hour average basis. The owner or operator shall continuously monitor the recycled liquor flow rate

and record all rolling $our averaging periods (during actual operations) when the average recycled liquor flow
rate falls below 120 gallons pminute.

The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit,
make corrections to operati® or equipment associated with the exceedance, and record the corrective action
taken.

The owner or operator shall produce no more than 105,000 tons of oxidized starch baseehamth ¥alling

basis. The owner or operator shall record the amountidizex starch produced monthly and calculate and
record 12month rolling totals.

The owner or operator shall operate, inspect, and maintain the control equipment according to manufacturer's
specifications. Maintain a record of all inspections, maintenantieities, and any actions resulting from the
inspection/maintenance of the control equipment and the monitoring devices.
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E. For purposes of staying a synthetic minor project (LCPH Project 2302) for Prevention of Significant
Deterioration (PSD), the owner operator shall demonstrate the significance of any emission increases as
described below for a period of ten (10) years from the startup of the project pursuant to 567 IAC 33.3(18)"f".

i.Record the startup date of the sources following the modificatiorstallation of sources associated
with project 2302. This date signifies the beginning of the ten (10) year monitoring and
recordkeeping period. The baseline actual emissions for the project are equal to the following
(tonslyear):
PM PM1o | PM2s SO NOx CO VOC
39.45| 35.87 @ 9.66 | 240.30| 139.44 29.69 224.38
The baseline actual emissions shall remain unchanged throughout the ten (10) year period.
ii. The owner or operator shall record the actual emissions for the project on a monthly and calendar year

basis. Actual emissions minus the baseline actual emissions from the project shall not exceed the
following PSD significant levels (tons/year) per calanyear:

PM | PMio  PM2s SO | NOx | CO VOC
244 | 144 9.4 394 394 994 39.4

This written record shall be retained for a period of ten (10) years after the project is completed. If
these limits are exceeded, the owner or operator shall submit apamarant to 567 IAC 33.3(18)"f'(7),
see Condition 6.

F. The owner or operator is allowed to exclude those emissions following this change that could have been
accommodated during the consecutiven®dnth period used to establish Baseline Actual Emissionar@nd
unrelated to this project (i.e., increased utilization due to demand growth). The owner or operator shall be
required to include a justification for any emissions excluded due to demand growth.

G. The owner or operator shall submit a report to the Deyant if the annual emissions, in tons per year, from the
project identified in 567 IAC 33.3(18)"f'(1), exceed the baseline actual emissions, as documented and
maintained pursuant to subparagraph (4), by an amount that is "significant" as defined & 38U3(dl) for that
regulated NSR pollutant, and if such emissions differ from the preconstruction projection as documented and
maintained pursuant to subparagraph (4). Such report shall be submitted to the Administrator within 60 days
after the end of sucyear. The report shall contain the following:

i. The name, address and telephone number of the major stationary source;
ii. The annual emissions as calculated pursuant to subparagraph (4) of this section; and
iii. Any other information that the owner or operatashves to include in the report (e.g., an explanation
as to why the emissions differ from the preconstruction projection).
Authority for RequirementDNR PSD 16A-259-P2; LCPH ATI 6923 / PTO 680&R1

Emission Point Characteristics
The emission point shatbnform to the specifications listed below.

. . Stack
Ep (fee?tgglé\l;'eelgrf;tu i, Dlsscthfgge Opening T(‘j‘gp Fzggﬁ;e Authority for Requirement
, 9 y (inches, dia.)
LCPH ATI 6923 / PTO 680&R1
90 84 % 87 106 | 82,396 DNR PSD 16A-259-P2

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. iifis determined that any of the emission point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of thesdbvery to determine if a permit amendment is required, or submit a

permit application requesting to amend the permit.
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Monitoring Requirements
The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Stack Testing

Refer to Appendi, Stack Testing Summary, for the applicable requirements.
Authority for Requirement: 567 IAC 22.108(3)

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.

Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X
Facility Maintained Operation & Maintenan ce Plan Required?  Yes[ ] No[X

Compliance Assurance Monitoring (CAM) Plan Required? YesXI® No []
(MRefer to Appendix B, CAM Plans Summary, for the applicable requirements.

Authority for Requirement: 567 IAC 22.108(3)
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Process Group 5 (Industrial Starch)

Emission Point ID Number: 91, 92, 93

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity CEID = CE Description
91 91 #11 Starch Storage Bin Starch 14 tph CE91 Baghouse
92 92 #12 Starch Storage Bin Starch 14 tph CE-92 Baghouse
93 93 #13 Starch Storage Bin Starch 14 tph CE-93 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from this emission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement

Opacity 0% DNR PSD 16A-260-P1
40% 567 IAC 23.3(2)"d" LCPH ATI 6923 / PTO 6803

PM 0.1 gr/dscf 567 IAC234(7) DNR PSD 16A-261-P1
91 0.01 gridsck LCPH ATI 2447 /| PTO 241R3

92 PM/PMio 0 13.Ib/hrl' 0 6’tpy1 DNR PSD 16A-262-P1
93 ) e LCPH ATI 2445/ PTO 24083
Opacity 20% LCO Sec.1660(a) LCPH ATI 2447/ PTO2410R3
PM 0.1 gr/dscf LCOSEC1062@)(7)  Labii Am aate ) oTa aaomes

1BACT limits

Operational Limits & Requirements
The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitnfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manmhbe operating
requirements and associatedaetkeeping for this permit shall be

A. The differential pressure across -OF (CE-92, CE93) shall be maintained between 0:G#hd 8.0" w.cwhen
material is actively being transferred in or out of the bin. A differential pressure outside of this ratdjeatou
be considered a deviation if visible emissions are not present when the indicator is out of range and corrective
actions are initiated as soon as possible but no longer than eight (8) hours from observation of the abnormal
condition. This operatindimit does not include periods of startup, shutdown, or cleaning of the control
equipment. The owner or operator shall monitor and record the differential pressure acr@CE-92, CE
93) on a weekly basis.

B. The owner or operator shall monitor anetarl 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit,
make corrections to operations or equipment associated with the exceedanweoathdhe corrective action
taken.

C. The owner or operator shall produce no more than 105,000 tons of oxidized starch baseehmmnth X2alling
basis. Record the amount of oxidized starch produced monthly and calculate and recunathl20lling
totals.

D. The owner or operator shall operate, inspect, and maintain the control equipment according to manufacturer's
specifications. Maintain a record of all inspections, maintenance activities, and any actions resulting from the
inspection/maintenance of thentml equipment and the monitoring devices.

Authority for RequirementDNR PSD 16A-260-P1; LCPH ATI 2447 /| PTO 2413
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DNR PSD 16A-261-P1; LCPH ATI 2446 / PTO 24093
DNR PSD 16A-262-P1; LCPH ATI 2445 / PTO 240&3

Emission Point Characteristics
The emission point shall conform to the specifications listed below.

EP (fee?tz(t:)lf)\ll—leeiggrrc])tun d) Dissctr;iagge _ Of)t;ﬁlr(lg T(Egp Fég\é\;ﬁ;e Authority for Requirement

' (inches, dia.)
91 117 D 10x 10 80 1,517 LCPgNgTééglzéAP;gﬁ,lf R3
92 117 D 10x 10 80 1,849 LCPSN'?QTIL?S%APE&ZSBR 3
o3 17 b | 10x10 0 | 18s LCPHATI245/PTO 2403

The temperature and flowrate are intended to be representaticbanadteristic of the design of the permitted

emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emission point characteristieseddifferent than the

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amend the permit.

Monitoring Reguirements
The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.

Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No [X

Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X
Authority for Requirement: 567 IAC 22.108(3)
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Process Group 5 (Industrial Starch)

Emission Point ID Number: 94, 95

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity | CEID  CE Description
94 94 #18Industrial Starch Storage Bir Starch 7 tph CE94 Baghouse
95 95 Starch Surge Bin Starch 14 tph CE-95 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)

The emissions from this emission point shall not extteetvels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement

I 0,
94 | Opacity 20% L;S ffé';gsf(%) LCPH ATI 5465 / PTO 54484
95 PM 0.1 gr/dscf LCO 1062(a)(7) LCPH ATI 2475/ PTO 2413
94 PM/PMyo 0.08 Ib/hr LCPH ATI 5465 / PTO 54484
95 PM/PM10 0.13 Ib/hr LCPH ATI 2475/ PTO 24143

Operational Limits & Requirements

The owner/operator of this equipment shall comply with the operational limits and requirdistedt®elow.

Operating Requirements with Associated Mnitoring and Recordkeeping

All records as required by this permit shall be kepsitenfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manmbe operating
requirements and associated recordkeeping for this permit shall be

A.

B.

CE-94 (CE-95) shall be maintained according to manufacturer's specifications and good operating practices.
The owner or operator shall maintain records of all maintenance completed @h(CE-95).

The differential pressure across Q& (CE-95) shall be maintained bgeen 002" and 8.0" w.c. when material

is actively being transferred in or out of the bin. A differential pressure outside of this range would not be
considered a deviation if visible emissions are not present when the indicator is out of range atidecorre
actions are initiated as soon as possible but no longer than eight (8) hours from observation of the abnormal
condition. This operating limit does not include periods of startup, shutdown, or cleaning of the control
equipment.The owner or operatahall monitor and record the differential pressure acros84JEE-95)on a

weekly basis.

The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the oleperator to promptly investigate the emission unit,

make corrections to operations or equipment associated with the exceedance, and record the corrective action
taken.

The owner or operator shall produce no more than 105,000 tons of oxidized starcbhrbasE2month rolling

basis. The owner or operator shall record the amount of oxidized starch produced monthly and calculate and
record 12month rolling totals.

Authority for Requirement: LCPH AT3465/ PTO5445R4; LCPH ATI 2475/ PTO2416R3
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Emission Point Characteristics

The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tzctz)lf)\l/_'eegrghn d) Dlssigle;rge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' (inches, dia.)
94 123 H 8x10 100 900 LCPH ATI 5465 / PTO 544R4
95 48 H 14 81 450 LCPH ATI 2475/ PTO 2414R3

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes thatatmperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emission point characteristics above are different than the
values stated, the owner or operator shall submit a request eithectgmkc mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amend the permit.

Monitoring Requirements

The owner/operatoof this equipment shall comply with the monitoring requirements listed below.

Opadty Monitoring
SeeAppendixD, Opacity MonitoringSummary.
Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required?

Facility Maintained Operation & Maintenance Plan Required?

Compliance Assurance Monitoring (CAM) Plan Required?
Authority for Requirement: 567 IAC 22.108(3)

AJD
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Yes[] No[X
Yes[] No[X
Yes[ ] No[X
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Process Group 1 (Utilities)

Emission Point ID Number: 100

Associated Equipment

EP | EU EU Description | Raw Material | Rated Capacity A CE ID CE Description
. CE-100A Low NOx Burner
100 | 100 Gas Boiler Natural Gas | 224 MMBtu/hr CE-100B Flue Gas Recirculatior

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissiongom this emission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec. 1&60(a)
PM 0.2 Ib/MMBtu LCO Sec.10-61(a)(3)
PM/P Mo 1.66 Ib/hr

567 IAC 23.3(3)"e"

100 SO 500 ppm LC0 See.166500(2) LCPH ATI 6774 / PTO 6728
39.4 tpy
NOx 0.2 Ib/MMBLU LCO Sec. 1652(b)(55)

40 CFR §60.44b

Operational Limits & Requirements
The owner/operator of this equipment shall comply #ithoperational limits and requirements listed below.

Federal Standards
A. New Source Performance Standards (NSPS):
The following subparts apply to the emission unit(s) in this permit:

Local Reference| Federal Reference

EU ID Subpart Title Type (LCO Sec) (40 CFR)
A General Conditions - 10-62(b) §60.17 §60.19
100 Standards of Performance for Natural
Db IndustriatCommerciallnstitutional 10-62(b)(55) §60.40bi §60.49b

Steam Generating Units Gas

B. National Emission Standards for Hazardous Air PollutddEESSHAP):
The following subparts apply to the emission unit(s) in this permit:

Local Reference | Federal Reference

EU ID Subpart Title Type (LCO Sec) (40 CFR)
A General Conditions - 10-62(d)(1) 863.17 §63.15

National Emission Standards for

100 Hazardpus Air PoIIut'ants for 56374807
DDDDD | Industrial, Commercial, and Natural Gas --

o . 8637575

Institutional Boilers and Process

Heaters

Authority for Requirement: LCPH ATI 6774PTO 672840 CFR Part 60 Subpart Db;
40 CFR Part 63 Subpart DDDDD
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Operating Requirements with AssociatedMonitoring & Recordkeeping
All records as required by this permit shall be kepsitefor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in areydmanner. The operating
requirements and associated recordkeeping for this permit shall be
A. The owner or operator shall meet the monitoring requirements of 40 CFR 8§60.13 [NSPS Subpart A] to
comply withLCO Sec. 1662(b).
B. The owner or operator shall mebe standards of 40 CFR §60.44b [NSPS Subpart Db] to comply with
LCO Sec. 1662(b)(55)
The owner or operator shall meet the testing and emission monitoring procedures of 40 CFR §60.46b and
40 CFR 8§60.48b [NSPS Subpart Db] to comply @O Sec. 1662(b)(55)
Fuel in this boiler (EULOQ) shall be limited to only natural gas.
Recordkeeping for NSPS Subpart Db shall be done in accordance with 40 CFR 860.49b.
Reporting for NSPS Subpart Db shall be done in accordance with 40 CFR 8§60.49b.
In accadance with 40 CFR 860.49b(h)(2)"i" the owner or operator of any affected facility that is subject to
the nitrogen oxides standard of §60.44b and that combusts natural gas is required to submit excess emission
reportsfor any excess emissions which occdrduring the reporting period. In accordance with 40 CFR
§60.49b(h)(4)"i" for purposes of §60.48b(g)(1), excess emissions are defined as any calcudated 30
rolling average nitrogen oxide emission rate, as determined under 860.46b(e), which excaeplictiide
emission limits in §60.44b.
H. In accordance with 40 CFR §60.49b(i) a quarterly report containing the information recorded under 40
CFR 860.49b(g) shall be submitted.
I.  The owner or operator shall calculate and record thgeW@issions (tons) on a 4Bonth rolling total
basis, updated monthly.
Authority for Requirement: LCPH ATI 6774PTO 6728

OGmMmMo O

Continuous Emission Monitoring
The following continuous monitoring requirements apply to this emission point (EP100) and its associated emission
unit (EU10Q and control equipment (CE100A and 100B).
A. The following monitoring systems are required:
i. NOy:
In accordance with 40 CFR 60.48b(b)"1", the owner or operator shall install, calibrate, maintain, and
operate a CEMS and record the output of the system, fasurieg the NQ of emissions discharged
to the atmosphere.
The system shall be designed to meet 40 CFR 60, Appendix B, Performance Specification 2 (PS2)
requirements. The specifications of 40 CFR Appendix F (Quality Assurance/Quality Control) shall
apply.
This monitor shall also be used to demonstrate compliance with tA®B8 emission standards in
this permit.
ii. Oz or COy:
In accordance with 40 CFR 60.48b(b)"1", the owner or operator shall install, calibrate, maintain, and
operate a CEMS and record thatput of the system, for measuring the oxyges) @ carbon dioxide
(CO,) content of the flue gasses at each location wheregl@ssions are monitored.
B. TheCEMS required in Condition "Continuous Emission Monitotiig for NO, and either @or CQO; shall
be operated and the data recorded during all periods of operation including periods of startup, shutdown,
malfunction or emergency conditions, except for CEMS breakdowns, repairs, calibration checks, and zero
and span adjustments.
C. The following dataequirements shall apply to all CEMS for all emission standards in this permit:
(1) The CEMS required by this permit shall be operated and data recorded during all periods of operation
of the emission unit except for CEM breakdowns and repairs. Data isleeaturing calibration
checks, and zero and span adjustments.
(2) For each hour of missing emission data (N@he owner or operator shall follow the guidance of
applicable rule, regulation, IAC, and/or consent decree.
D. If requested by the Department, the owoperator shall coordinate the quarterly cylinder gas audits with
the Department to afford the Department the opportunity to observe these audits. The relative accuracy test
audits shall be coordinated with the Department.
Authority for Requirement: LCR ATI 6774/ PTO 6728
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Emission Point Characteristics
The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tz(t:)lf)\ll—leelgrrc])tun d) D|sscthia;rge Opening T(Egp Fég\é\;ﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
100 155 \Y 108 300 65,603 LCPH ATI 6774 / PTO 6728

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperature and flomayatary with changes in the process

and ambient conditions. If it is determined that any of the emission point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronic mail or ergiggoadence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amend the permit.

Monitoring Reguirements
The owner/operator of this equipment shalingdy with the monitoring requirements listed below.

ComplianceTesting

CEMS cylinder gas audit (CGA) and relative accuracy test audit (RATA) requirements within 40 CFR Appendix B
(performance specifications) and Appendix F (Quality Assurance Procediatesy the test requirements. No
additional testing is required.

Authority for Requiremenit 567 IAC 22.108(3)

Continuous Emissions Monitoring

Pollutant: NO« Co
Continuous Emissions Monitor ID: ME-100B ME-100A
Operational Specifications: 40 CFR 60 40CFR 60
Date of Initial System Calibration &
Quality Assurance: November 2016 November 2016
Ongoing System Calibration/Quality
Assurance: 40 CFR 60 40 CFR 60
Reporting & Recordkeepimg: 40 CFR 60 40 CFR 60
LCPH ATI 6774 | PT(6728 LCPH ATI 6774 / PTO 6728
Authority for Requirement: 567 IAC 23.1(2)"ccc" 567 IAC 23.1(2)"ccc"
LCO Sec. 1862(b)(55) LCO Sec. 162(b)(55)

The owner of this equipment or the owseauthorized agent shall provide written notice to the Director, not less
than 30 days before a required stack test or performance evaluation of a continuous emission monitor. Results of
the test shall be submitted in writing to the Director in the fofra aomprehensive report within 6 weeks of the
completion of the testing. 567 IAC 25.1(7)

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.

Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Require@ Yes[] No[X
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No[X

Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X
Authority for Requirement: 567 IAC 22.108(3)

AJD 76 07-TV-006R2, 6/19/19



Process Group 1 (Utilities)

Emission Point ID Number: 101

Associated Equipment
EP | EU | EU Description | Raw Material | Rated Capacity | CE ID CE Description

CE-101A Low NOx Burners
CE-101B | Flue Gas Recirculation

101 | 101 #2 Gas Boiler Natural Gas 275 MMBtu/hr

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from this emission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec. 1&60(a)
PM 0.24 Ib/MMBtu LCO Sec. 1661(a)(3)
PM/P Mo 1.15 Ib/hr
567 IAC 23.3(3)"e"
01| S© 500 ppm LCO Sec.1065(a)(2)  LCPH ATI 6773/ PTO 660R1
0.08 Ib/MMBtu;
NG, 96.36 tpy

LCO Sec. 1662(b)(55)

0.2 Ib/MMBtu 40 CFR §60.44b

Operational Limits & Requirements
The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Federal Standards
A. New Source Performance Standards (NSPS):
The following subparts apply to the emission unit(s) in this permit:

Local Reference| Federal Reference

EU ID Subpart Title Type (LCO Sec) (40 CFR)
A General Conditions - 10-62(b) §60.17 §60.19
101 Standards of Performance for Natural
Db IndustriatCommerciallnstitutional Gas 10-62(b)(55) §60.40bi §60.49b

Steam Generating Units
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B. National Emission Standards for Hazardous Air Pollutants (NESHAP):
The following subparts apply to the emission unit(s) in this permit:

Local Reference | Federal Reference

EU ID Subpart Title Type (LCO Sec) (40 CFR)
A General Conditions - 10-62(d)(1) 863.17 §63.15

National Emission Standards for

101 Hazaro!ous Air PoIIu'Fants for 86374807
DDDDD | Industrial, Commercial, and Natural Gas --

o . 8637575

Institutional Boilers and Process

Heaters

Authority for Requirement LCPH ATI 6773 / PTO 660-R1; 40 CFR Part 60 Subpart Db
40 CFR Part 63 Subpart DDDDD

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitnfor a minimunof five (5) years and shabe available for

inspection by theDepartment Records shall be legible and maintained in an orderly manmbe operating

requirements and associated recordkeeping for this permit shall be

A. The owner or operator shall meet the monitoring requiremér8 GFR §60.13 [NSPS Subpart A] to comply
with LCO Sec. 162(b).

B. The owner or operator shall meet the standards of 40 CFR §60.44b [NSPS Subpart Db] to cony@pwith
Sec. 1662(b)(55).

C. The owner or operator shall meet the testing and emission monitoring procedures of 40 CFR 860.46b and 40
CFR 8§60.48b [NSPS Subpart Db] to comply withO Sec. 1862(b)(55).

D. Fuelin this boiler (ELUL01) shall be limited to only natural gas.

E. For purposes dftaying a synthetic minor project (LCPH Project 1088) for Prevention of Significant
Deterioration (PSD), the owner or operator shall demonstrate the significance of any emission increases as
described below for a period of ten (10) years from the stafttige@roject pursuant to 567 IAC 33.18"f".

i Record the startup date of the boiler following the replacement of the economizer. This date signifies the
beginning of the ten (10) year monitoring and recordkeeping period. The baseline actual emissions for
the project are equal to the following (tons/year):

PM PM1o SO NOx Cco VOC
1.85 1.85 0.15 16.11 2044 | 1.34
The baseline actual emissions shall remain unchanged throughout the ten (10) year period.

ii. The owner or operator shall determine the aaugiksions for the project on a monthly and calendar
year basis. Actual emissions minus the baseline actual emissions from the project shall not exceed the
following PSD significant levels (tons/year) per calendar year:

PM | PMio SO2 NOx @ CO vVOC

244 144 | 39.4 394 | 994 39.4
If these limits are exceeded prior to theyHar period date, the owner or operator shall submit a report
pursuant to 567 IAC 33.3(18)"f"(7), s&@dndition L

F. Recordkeeping for NSPS Subpart Db shall be done in accordance with 4060HERb.

G. Reporting for NSPS Subpart Db shall be done in accordance with 40 CFR §60.49b.

H. In accordance with 40 CFR 8§60.49b(h)(2)"i" the owner or operator of any affected facility that is subject to the

nitrogen oxides standard of §60.44b and that comimagtsal gas is required to submit excess emission reports
for any excess emissions which occurred during the reporting period. In accordance with 40 CFR
860.49b(h)(4)"i" for purposes of §60.48b(g)(1), excess emissions are defined as any calctdateaBag
average nitrogen oxide emission rate, as determined under 860.46b(e), which exceeds the applicable emission
limits in 860.44b.

I. Inaccordance with 40 CFR 860.49b(i) a quarterly report containing the information recorded under 40 CFR
860.49b(g) shalbe submitted.
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J.  The owner or operator shall record each month the value of the actual emissions minus the baseline actual
emissions from the project. This written record shall be retained by the owner or operator for a period of ten
(10) years after the pject is completed.

K. The owner or operator is allowed to exclude those emissions following this change that could have been
accommodated during the consecutiven®dnth period used to establish Baseline Actual Emissions and are
unrelated to this project €., increased utilization due to demand growth). The owner or operator shall be
required to include a justification for any emissions excluded due to demand growth.

L. The owner or operator shall submit a report to the Department if the annual emisgions ger year, from the
project identified in 567 IAC 33.3(18)"f'(1), exceed the baseline actual emissions (as documented and
maintained pursuant to subparagraph (1), by a significant amount (as defined in subrule 33.3(1) for that
regulated NSR pollutangnd if such emissions differ from the preconstruction projection as documented and
maintained pursuant to subparagraph (4). Such report shall be submitted to the Administrator within 60 days
after the end of such year. The report shall contain the folgpwin

i. The name, address and telephone number of the major stationary source;
ii. The annual emissions as calculated pursuant to subparagraph (4) of this section; and
iii. Any other information that the owner or operator wishes to include in tloet@pg., an explanation
as towhy the emissions differ from the preconstruction projection).
Authority for Requirement: LCPH AT6773/ PTO 6607R1

Continuous Emission Monitoring
This owner or operator shall comply with the requirements of NSPSaBubp by meeting the emission monitoring
for nitrogen oxides of 40 CFR §60.48b.

In accordance with 40 CFR 860.48b(b)"1" the owner or operator of an affected facility that is subject to a nitrogen
oxides standard under 60.44b shall install, calibratentaiai, and operate a continuous monitoring system, and
record the output of the system, for measuring nitrogen oxide emissions discharged to the atmosphere.

The system shall be designed to meet 40 CFR 60, Appendix B, Performance Specification 2 (R82jerggu
The specifications of 40 CFR Appendix F (Quality Assurance/Quality Control) shall apply.
Authority for Requirement: LCPH AT6773/ PTO 6607R1

Emission Point Characteristics
The emission point shall conform to the specifications listed below

. . Stack
EP (fee?tzgzyeelgrgtun d) D"Qécth?ége Opening T(E?)p Fég\é\;ﬁ;e Authority for Requirement
: 9 Y (inches, dia.)
101 27 \Y 55 360 87,900 LCPH ATI 6773 /PTO 660R1

The temperature and flowrate are intended to be represergativeharacteristic of the design of the permitted

emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emission point charactatbistiesare different than the

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required,ibasubm

permit application requesting to amend the permit.

Monitoring Requirements
The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Compliance Testing

CEMS cylinder gas audit (CGA) and relative accurtast audit (RATA) requirements within 40 CFR Appendix B
(performance specifications) and Appendix F (Quality Assurance Procedures) satisfy the test requirements. No
additional testing is required.

Authority for Requiremerit 567 IAC 22.108(3)
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Continuous Emissions Monitoring

Pollutant: NOy CO,
Continuous Emissions Monitor ID: ME-100B ME-100A
Operational Specifications: 40 CFR 60 40 CFR 60
Date of Initial System Calibration &
Quality Assurance: July 2015 July 2015
Ongoing System Calibration/Quality,
Assurance: 40 CFR 60 40 CFR 60
Reporting & Recordkeepimg: 40 CFR 60 40 CFR 60

Authority for Requirement:

LCPH ATI 6773/ PTO 660R1
567 IAC 23.1(2)"ccc”
LCO Sec. 1662(b)(55)

LCPH ATI 6773/ PTO 660R1
567 IAC 23.1(2)"ccc”
LCO Sec. 1662(b)(55)

Theowner of this equipment or the owtseauthorized agent shall provide written notice to the Director, not less
than 30 days before a required stack test or performance evaluation of a continuous emission monitor. Results of
the test shall be submitted writing to the Director in the form of a comprehensive report within 6 weeks of the
completion of the testing. 567 IAC 25.1(7)

Opacity Monitoring
SeeAppendixD, Opacity MonitoringSummary.
Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required?
Facility Maintained Operation & Maintenan ce Plan Required?

Compliance Assurance Monitoring (CAM) Plan Required?

Authority for Requirement: 567 IAC 22.108(3)

AJD
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Yes[ ] No[X
Yes[ ] No[X
Yes[] No[X
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Process Group 5 (Industrial Stard)

EmissionPoint ID Number: 102, 103, 104, 105

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity CEID | CE Description
102 | 102 | #14 Starch Storage Bin Starch 14 tph CE-102 Bag Filter
103 | 103 | #15 Starch Storage Bin Starch 14tph CE-103 Bin VentFilters
104 | 104 | #16 Starch Storage Bin Starch 14 tph CE-104 Bag Filter
105 | 105 | #17 Starch Storage Bin Starch 14 tph CE-105 Bag Filter

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from thé&mission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement

102 Opacity 20% LCO Sec. 160(a) LCPH ATI 2563 / PTO 25583
103 LCPH ATI 5466 /| PTGh446R3
104 PM 0.1 gr/dscf Lcsgééicl%é'zég)a) LCPH ATI 2565 / PTO 255®R3
105 ’ LCPH ATI 2566 / PTO 25563
102 PM/PMg 0.26 Ib/hr LCPH ATI 2563 / PTO 255%&R3
103 | PM/PMpo 0.08 Ib/hr LCPH ATI 5466 / PTO 54443
104 | PM/PMpo 0.26 Ib/hr LCPHATI 2565 / PTO 25583
105 | PM/PMpo 0.26 Ib/hr LCPH ATI 2566 / PTO 25563

Operational Limits & Requirements
The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitnfor a minimunof five (5) years and shall be available for

inspection by theDepartment Records shall be legible and maintained in an orderly manmhbe operating

requirements and associated recordkeeping for this permit shall be

A. CE-102 (CE-103, CE104, CE105) shall be maintained according to manufacturer's specifications and good
operating practices. The owner or operator shall maintain recoatlsnadiintenance completed on ¢B2.

B. The differential pressure across-@82 (CE-103, CE104, CE105)shall be maintained between 0.Géhd 8.0"

w.c. when material is actively being transferred in or out of the bin. A differential pressure outsideraxigleis

would not be considered a deviation if visible emissions are not present when the indicator is out of range and
corrective actions are initiated as soon as possible but no longer than eight (8) hours from observation of the
abnormal condition. Thisperating limit does not include periods of startup, shutdown, or cleaning of the
control equipment. The owner or operator shall monitor and record the differential pressure acrds3?CE
(CE-103, CE104, CE105)0n a weekly basis.

C. The owner or operatashall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit,
make corrections to operations or equipment associatedtivaitbxceedance, and record the corrective action
taken.

D. The owner or operator shall produce no more than 105,000 tons of oxidized starch baseehvamnth 12lling
basis. The owner or operator shall record the amount of oxidized starch produced muhttéycalate and
record 12month rolling totals.

Authority for Requirement: LCPH ATI 2563 / PTO 2558R3; LCPH ATI 5466 / PTO 544&R3

LCPH ATI 2565 / PTO 2558&3; LCPH ATI 2566 / PTO 25583
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Emission Point Characteristics
The emission point shall comfo to the specifications listed below.

. . Stack
EP (fee?tzctz)lf)\l/_'eegrghn d) Dlssigle;rge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' (inches, dia.)
102 117 D 10x 10 80 900 LCPH ATI 2563 / PTO 255R3
103 122 H 8x10 100 900 LCPH ATI 5466 / PTO 544&R3
104 124 D 10x 10 70 900 LCPH ATI 2565 / PTO 2553
105 124 H 10x 10 70 900 LCPH ATI 2566 / PTO 25563

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emission point characteristics above are different than the
values stated, thenmer or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amend thengie

Monitoring Requirements
The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.

Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X
Facility Maintained Operation & Maintenan ce Plan Required?  Yes[ ] No [X]

Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X
Authority for Requirement: 567 IAC 22.108(3)
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Process Group 3 (Process)

Emission Point ID Number: 109

Associated Equipment

EP EU EU Description Raw Material | Rated Capacity | CE ID CE Description
109A | Gluten FilterAspiration Gluten 110,000 bu/day
109 20F | Bran Dewatering Systen Bran 12.5 tph CE-109 | Packed Bed Scrubbe

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from this emission point shall not exceed the $peeified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
500 ppro 567 IAC 23.3(3)"e"
SG; LCO Sec.16065(a)(2)
109 0.31 Ib/hr LCPH ATI 6953 / PTO 6815
VOC 5.12 Ib/hr; 22.40 tpy
THAP 0.15Ib/hr

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitenfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirements and associated recordkeeping for this permit shall be

A. CE-109 shall be maintained according to manufacturer's specifications and good operating practices. The
owner or operator shall maintain records of all maintenance completed-6QTE

B. The pH of CE109 liquor shall be maintained at a minimum of 7.0 based on a roHimuBaverage basis.
The owner or operator shall continuously monitor the pH oflO& liqua and record all rolling our
averaging periods (during actual operations) when the average pH falls below 7.0.

C. The recycled liquor flow rate in GEQ9 shall be maintained at a minimum of 300 gallons per minute based
on a rolling 3hour average basis. h& owner or operator shall continuously monitor the recycled liquor
flow rate and record all rolling-Bour averaging periods (during actual operations) when the average
recycled liquor flow rate falls below 300 gallons per minute.

Authority for Requirement: LCPH ATI 6953 / PTO6815

Emission Point Characteristics
The emission point shall conform to the specifications listed below.

Stack
Opening Temp | Flowrate

(inches, dia) ) | (8¢
109 50 v 28x40 | 77 | 15909  LCPH ATI 6953/ PTO 6815

Stack Height Discharge

EP (feet, above ground) Style

Authority for Requirement

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. The Department recognittest the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emission point characteristics above are different than the
values stated, the owner or operator shall submit a request kit electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amend the permit.

AJD 83 07-TV-006R2, 6/19/19



Monitoring Requirements
The ownemdperator of this equipment shall comply with the monitoring requirements listed below.

Stack Testing

Refer to Appendi, Stack Testing Summary, for the applicable requirements.
Authority for Requirement: 567 IAC 22.108(3)

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X
Facility Maintained Operation & Maintenan ce Plan Required?  Yes[ ] No[X

Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X
Authority for Requirement: 567 IAC 22.108(3)
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Process Group 3 (Process)

Emission Point ID Number: 113

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity | CEID | CE Description
113 | Germ Dryer Section 5 Germ 12.5 tph
113 113B | Germ Dryer Burner Natural Gas 0.04 mmcf/hr CE113 Cyclone

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from this emission point shall not exceed the levels specified below.

Emission Limits (During RTO (CE-410) bypass)

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)
PM 0.1 gr/dscf LCO Sec.10-62(a)(7)
567 IAC 23.3(3)"e"
113 SO, 500 ppm LCO Sec. 1665(a)(2) LCPH ATI 7065 / PTO 6801
0.34 Ib/hr
VOC 1.57 Ib/hr
THAP 0.97 Ib/hr

Operational Limits & Requirements
The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associatedvionitoring and Recordkeeping

All records as required by this permit shall be kepsitafor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirements and associated recordkeeping for this permit shall be

A. The control equipment (CE13) on EU113 shall be operational at all times the process equipment is on
line.

B. The control equi pment shall be maintained according
operating practices. The owner or operator shall maintain records of all maiteoamgleted on the
control equipment (CE13).

C. The purging of EW113 during startup through EFL3 is limited to 100 hours per “onth rolling period.
Material shall not be actively fed into the dryer during the purging process. The owner or ogfeaktor
record the dates and times of HW3 startup purge hours, and update the total startup purge hours per
month and twelvemonth rolling period.

D. The owner or operator may bypass the RTO-4B) and exhaust through HR3 for the purpose of off
line regeneration a maximum of 50 hours per calendar year with no individuttheffegeneration period
exceeding 12 hours. The owner or operator shall record the dates and times the RIID)(Sbypassed
for off-line regeneration, and update the total bggasurs per calendar year.

Authority for Requirement: LCPH ATI 7065 / PTO 6801
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Emission Point Characteristics
The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tzct;lf)\l;'eEIQrgLn d) Dlssihfgge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
113 56.6 V 28 175 17,000 LCPH ATI 7065 / PTO 6801

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. ThB®epartment recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emission point characteristics above are different than the
values stated, the owner or operator Ishitbmit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amend the permit.

Monitoring Requirements
The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No [X]

Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X
Authority for Requirement: 567 IAC 22.108(3)
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Process Group 7 (Specialty Starch)

Emission Point ID Number: 115

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity £ CEID = CE Description
115 | 115 Bulk Truck Loadout Starch 14 tph CE-115 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from this emission point shall not exceed the levels specified below.

EmissionLimits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)

115 PM 0.1 gridsct LCO Sec.10-62(a)(7) LCPH ATI 2739/ PTO3668R2
VOC 0.056 Ib/hr; 0.08 tpy
THAP 0.014lb/hr

Operational Limits & Requirements
The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitenfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manmbe operating
requirements and associatedaetkeeping for this permit shall be

A. CE-115 shall be maintained according to manufacturer's specifications and good operating practices. The
owner or operator shall maintain records of all maintenance completed-ah5CE

B. The differential pressure acro€&-115 shall be maintained between 0.1" and 8.0" w.c. The owner or operator
shall monitor and record the differential pressure acrosd I5on a weekly basis.

C. The owner or operator shall monitor and record 'no visible emissions' observations on ahbasekly An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit,
make corrections to operations or equipment associated with the exceedance, and record the corrective action
taken.

Authority for Rguirement: LCPH ATI 2739 / PTO 366&2

Emission Point Characteristics
The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tzgzyeelgrghn d) Dlséih?;ge Opening T(?E;p Fég\é\;ﬁ\;e Author ity for Requirement
' 9 Y (inches, dia.)
115 35 H 4x5 68 410 LCPH ATI 2739 / PTO 36682

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperatufievarrdte may vary with changes in the process

and ambient conditions. If it is determined that any of the emission point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronicwnigiénrcorrespondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amend the permit.
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Monitoring Requirements
The owner/operator of this equipmeshall comply with the monitoring requirements listed below.

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.

Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No[X

Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X
Authority for Requirement: 567 IAC 22.108(3)
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Process Group 7 (Specialty Starch)

Emission Point ID Number: 116

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity CEID | CE Description

116A #5 Starch Dryer Starch 2 tph
116B | Starch Dryer Burnerl Natural Gas 18 MMBtu/hr

116

CE-116 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from this emission paindll not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)
PM 0.1 grfdscf LCO Sec.10-62(a)(7)
PM/PMo 2.18 Ib/hr
116 567 IAC 23.3(3)"e" LCPH ATI 2992 / PTO 3669R4
SO 500 ppm LCO Sec. 1655(a)(2)
CoO 1.48 Ib/hr
VOC 4.03 Ib/hr; 17.65 tpy
THAP 2.04 Ib/hr

Operational Limits & Requirements
The owner/operator of this equipment shall comply wittofierational limits and requirements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitanfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirements and associated recordkeeping for this permit shall be

A. CE-116 shall be maintained according to manufacturer's specifications and good operatingsprddiie
owner or operator shall maintain records of all maintenance completed-thX6E

B. The differential pressure across-QE6 shall be maintained between 0.02" and 8.0" w.c. when material is
actively being dried. A differential pressure outsiddlo$ range would not be considered a deviation if
visible emissions are not present when the indicator is out of range and corrective actions are initiated as
soon as possible but no longer than eight (8) hours from observation of the abnormal coniisn.
operating limit does not include periods of startup, shutdown, or cleaning of the control equipment. The
owner or operator shall monitor and record the differential pressure acress6QiH a weekly basis.

C. Fuel in EU116B shall be limited to naturghs only. The owner or operator shall maintain records which
indicate natural gas is the only fuel combusted in128B.

D. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visiblenéssions' will require the owner/operator to promptly investigate the emission
unit, make corrections to operations or equipment associated with the exceedance, and record the corrective
action taken.

E. EU-116 shall be limited to 8,004 hours of operationedaen a rolling 1zZnonth total. The owner or
operator shall monitor and record the hours of operation on a monthly andrit rolling total basis.

Authority for Requirement: LCPH ATI 2992 / PTO 366%R4
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Emission Point Characteristics
The emissiopoint shall conform to the specifications listed below.

. . Stack
EP (fee?tzctz)lf)\l/_'eagrghn d) D'SS(:thfgge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
116 114 V 40 197 52,193 | LCPH ATI 2992 / PTO 366R4

Thetemperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If isidetermined that any of the emission point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the diseny to determine if a permit amendment is required, or submit a

permit application requesting to amend the permit.

Monitoring Requirements
The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.

Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No[X

Compliance Assurance Monitoring (CAM) Plan Required? Yes[X]® No []
WRefer to Appendix B, CAM Plans Summary, for the applicable requirements.

Authority for Requirement: 567 IAC 22.108(3)
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Process Group 7 (Specialty Starch)

Emission Point ID Number: 118

Associated Equipment
EP | EU EU Description Raw Material Rated Capacity  CE ID CE Description
118 | 118 Salt Storage Bin | Sodium Sulfate 12.5 tph CE-118 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from this emission point shallexaeed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)
118 PM 0.1 gr/dscf LCO Sec.1062(a)(7) LCPH ATI 4276 / PTO 4264

0.01 gr/dscf;

PM/PMo 0.09 Ib/hr; 0.41 tpy

Operational Limits & Requirements
The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Control Device

A baghouse dust collector shall be maintainegroper operating condition and shall be in use any time the sodium
sulfate bin is loaded. A magnahelic shall be installed and operating in order to determine the differential pressure
across the dust collector. This gauge should be easily accessilalgtib & d air pollution control personnel.

Authority for Requirement: LCPH ATI 4276 / PTO 4264

Operation Limits

The maximum operating capacity of this device is:
Loading Rate: 25,000 Ib/hr (dry basis)
Airflow Rate: 1100 scfm + 10%

Airflow to the dustcollector shall be limited to 1100 scfm £ 10%. Any increase in the exhaust airflow rate would be
considered a modification and would require a new Authorization to Install/Modify permit.
Authority for Requirement: LCPH ATI 4276 / PTO 4264

Compliance Monitoring Requirements

The following information shall be monitored:

1 Weekly pressure differential readings

1 Weekly opacity observations while the bin(s) are being loaded (hon CFR reference Method 9)*

1 Weekly throughput rate

*|f visible emissions are observethrrective actions should take place within 8 hours of the observation or by the
start of the next working day.

All monitors shall be easily accessible to air pollution regulatory personnel.
Authority for Requirement: LCPH ATI 4276 / PTO 4264
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Recordkeeping Requirements

All records as required by this permit shall be kepsitefor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manmbe operating
requiranents and associated recordkeeping for this permit shall be

Weekly pressure differential readings

Weekly opacity observations while the bin(s) are being loaded (non CFR reference Method 9)*

Weekly throughput rate

Records of all maintenance performed om dlist collector

Any changes in operation that would affect emissions, including changes in fan speed

*|f visible emissions are observed, corrective actions should take place within 8 hours of the observation or by the
start of the next working day.

=A =4 -4 -8 -4

Theserecords shall be available on site at all times for viewing by air pollution control personnel.
Authority for Requirement: LCPH ATI 4276 / PTO 4264

Monitoring Requirements
The owner/operator of this equipment shall comply with the monitoring requiteiistad below.

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.

Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required? Yes[] NoX

Facility Maintained Operation & Maintenance Plan Required?  Yes[X]®® No []
(@) Refer to Appendix A, Facility O&M Plans, for the applicable requirements.

Compliance Assurance Monitoring (CAM) Han Required? Yes[] No[X
Authority for Requirement: 567 IAC 22.108(3)
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Process Group 7 (Specialty Starch)

Emission Point ID Number: 119, 120, 121

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity CEID | CE Description
119 | 119 | #101 Starch Bulk Storage Bil Starch 2 tph CE-119 Baghouse
120 | 120 | #102 Starch Bulk Storage Bil Starch 2 tph CE-120 Baghouse
121 | 121 | #103 Starch Bulk Storage Bil Starch 2 tph CE-121 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, [b./MMBtu, % opacity, etc.)

The emissions from this emission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement

Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)

119 PM 0.1 grfdscf LCPH ATI 6392/ PTO6247:R3

120 | o\ o 0.05 Ib/hr LCOSec.1062@)(7) | cpi ATI 6393 / PTO 62483

121 | "U0E" | .08 Ilhr: 0.56 tpy LCPH ATI 6394 / PTO 6243
THAP 0.02 Ib/hr

Operational Limits & Requirements

The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shmdlkept orsite for a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirements and associated recordkeeping for this permit shall be

A.

CE-119 (CE-120, CE121) shall be maintained according to manufacturer's specifications and good operating
practices. The owner or operator shall maintain records of all maintenance completed t&(CE-120, CE

121).

The differential pressure across -CE9 (CE-120, CE121) shall be maintained between 2:0and 8.0" w.c.

when material is actively being transferred in or out of the bin. A differential pressure outside of this range
would not be considered a deviation if visible emissions are not presenthéherdicator is out of range and
corrective actions are initiated as soon as possible but no longer than eight (8) hours from observation of the
abnormal condition. This operating limit does not include periods of startup, shutdown, or cleaning of the
control equipment. The owner or operator shall monitor and record the differential pressure acrdskOCE
(CE-120, CE121)0n a weekly basis.

The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedace of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit,
make corrections to operations or equipment associated with the exceedance, and record the corrective action
taken.

Authority for Requirement: LCPH ATI 6392 / PT06247R3; LCPH ATI 6393 / PTO 624&3

LCPH ATI 6394 / PTO 624%R3
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Emission Point Characteristics

The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tzctz)lf)\l/_'eegrghn d) Dlssigle;rge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' (inches, dia.)
119 110 H 5x5 70 600 LCPH ATI 6392 / PTO 624R3
120 90 H 5x5 70 600 LCPH ATI 6393/ PTO 62483
121 87 H 5x5 70 600 LCPH ATI 6394 / PTO 624R3

The temperature and flowradee intended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that anthefemission point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine iffmp@mendment is required, or submit a

permit application requesting to amend the permit.

Monitoring Requirements
The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring
SeeAppendixD, Opacity MonitoringSummary.
Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No [X]
Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X

Authority for Requirement: 567 IAQ2.108(3)
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Process Group 7 (Specialty Starch)

Emission Point ID Number: 124

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity | CE ID CE Description
124 | 124 Packer Hopper Vent Corn 20 tph CE-124 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from this emission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)
PM 0.1 gr/dscf
LCO Sec.10-62(a)(7)
124 PM/P Mo 0.03 Ib/hr LCPH ATI 6587 / PTO 654&R1
VOC 0.01 Ib/hr; 0.06 tpy
THAP 0.00 Ib/hr

Operational Limits & Requirements
The owner/operator of thisquipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitanfor a minimunof five (5) years and shall bavailable for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirements and associated recordkeeping for this permit shall be

A. CE-124 shall be maintained according to manufactusgregifications and good operating practices. The
owner or operator shall maintain records of all maintenance completed-684CE

B. The differential pressure across-@QE4 shall be maintained between 0.02" and 8.0" w.c. when material is
actively being trarferred. A differential pressure outside of this range would not be considered a deviation
if visible emissions are not present when the indicator is out of range and corrective actions are initiated as
soon as possible but no longer than eight (8) hauns fobservation of the abnormal condition. This
operating limit does not include periods of startup, shutdown, or cleaning of the control equipment. The
owner or operator shall monitor and record the differential pressure acres24Gi a weekly basis.

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission
unit, make corrections to operations or ipguent associated with the exceedance, and record the corrective
action taken.

Authority for Requirement: LCPH ATI 6587 / PTO 654&R1

Emission Point Characteristics
The emission point shall conform to the specifications listed below.

. . Stack
EP (feeftgglg\:elgghn d) Dlssihfgge Opening T(EIT)p Fég\é\;ﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
124 69 VR 6 x 6 70 300 LCPH ATI 6587 / PTO 654&R1

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
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and ambient conditions. iifis determined that any of the emission point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of thesdovery to determine if a permit amendment is required, or submit a

permit application requesting to amend the permit.

Monitoring Requirements
The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.

Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No [X]

Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X
Authority for Requirement: 567 IAC 22.108(3)
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Process Group 3 (Process)

Emission Point ID Number: 130

Associated Equipment
EP | EU EU Description Raw Material | Rated Capacity | CE ID CE Description
130 | 130 | Corn Silos 1, 2, 3 andl Corn 600 tph CE-130 @ Single Sock Filter

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from this emission point shall not exceed the levels spesdifiwd

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)
130 PM 0.1 gr/dscf LCO Sec.10-62(a)(7) LCPH ATI 6069 / PTO 57982
PM/PMo 0.04 Ib/hr

Operational Limits & Requirements
The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shmdlkept orsite for a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirements and associated recordkeeping for this permit shall be

A. CE-130 shall be maintained according to manufacturer's specifications and good operating practices. The
owner or operator shall maintain records of all maintenance completed-&80CE
B. The owner or operator shall monitor and record 'no visible emissionsfvakisns on a weekly basis. An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit,
make corrections to operations or equipment associated with the exceedance, and record the corrective action
taken.
Authority for Requirement:LCPH ATI 6069 / PTO 57982

Emission Point Characteristics
The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tgct;l:)\l;leelgrgtjn d) Dlsscthfgge Opening T(??)p Fzggﬁ;e Authority for Requirement
’ g Y (inches, dia.)
130 123 VR 18 68 462 LCPH ATI 6069 / PTO 579R2

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes tiatemperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emission point characteristics above are different than the
values stated, the owner or operator shall submit a request sjtbkerckronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amend the permit.
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Monitoring Requirements
Theowner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.

Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Requirel? Yes[] No[X
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No[X

Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X
Authority for Requirement: 567 IAC 22.108(3)
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Process Group 4 (Food Starch)

Emission Point ID Number: 149

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity | CE ID CE Description
149 | 149 | Starch Bulk Bagger Starch 15 tph CE-149 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from this emission point shatlexceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)
PM 0.1 gr/dscf
LCO Sec.10-62(a)(7)
149 PM/P Mo 0.26 Io/hr LCPH ATI 2977 | PTO 366R4
VOC 0.20 Ib/hr; 0.90 tpy
THAP 0.05 Ib/hr

Operational Limits & Requirements
The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirementswith Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitenfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manmbe operating
requirements and associated recordkeeping for this permit shall be

A. CE-149 shall be maintained according to manufacturer's specifications and good operating practices. The
owner or operator shall maintain records of all maintenance etedpbn CEL49.

B. The differential pressure across-CE9 shall be maintained between 0.02" and 8.0" w.c. when material is
actively being transferred. A differential pressure outside of this range would not be considered a deviation
if visible emissions araot present when the indicator is out of range and corrective actions are initiated as
soon as possible but no longer than eight (8) hours from observation of the abnormal condition. This
operating limit does not include periods of startup, shutdowm)eaming of the control equipment. The
owner or operator shall monitor and record the differential pressure acrak$9Cin a weekly basis.

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedace of 'no visible emissions' will require the owner/operator to promptly investigate the emission
unit, make corrections to operations or equipment associated with the exceedance, and record the corrective
action taken.

Authority for Requirement: LCPH ATI 2977 / PTO 366:R4

Emission Point Characteristics
The emission point shall conform to the specifications listed below.

Stack
Opening Temp | Flowrate

(inches, dia) () | (8cim)
149 40 D 4x5 70 | 1,500 LCPH ATI 2977 / PTO 366R4

Stack Height Discharge

EP (feet, above ground) Style

Authority for Requirement

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
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emission point. The Department recognizes that the temperature and flow rate maighvahanges in the process

and ambient conditions. If it is determined that any of the emission point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronic mail or written c@mesgorttie
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amend the permit.

Monitoring Requirements
The owner/operator of this equipment shall comply #ighmonitoring requirements listed below.

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.

Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No [X]

Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X
Authority for Requirement: 567 IAC 22.108(3)
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Process Group 7 (Specialty Starch)

Emission Point ID Number: 153

Associated Equipment
EP | EU EU Description Raw Material Rated Capacity | CEID | CE Description
153 | 153 | Sodium Sulfate Receivin(¢ Sodium Sulfate 12.5 tph CE-153 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from thésnission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 233(2)"a"(2)
153 PM 0.1 gr/dscf LCO Sec.10-62(a)(1) LCPH ATI5677 / PTO 543R1
PM/PMo 0.04 Ib/hr

Operational Limits & Requirements
The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Control Device

A baghouse shall hiastalledto control particulate matter emissions. The control equipment shall be maintained
and operated at all times the air pollution source is in operation. All appropriate probes, monitors and gauges
needed to measure the parameters outliné@perating Cadition Monitoring and Recordkeepihghall be

installed, maintained and operating during the operation of the emission unit and control device at all times.
Authority for Requirement: LCPH ATI5677 / PTO 5439R1

Operating Limits

A. The control equipment ahis unit shall be maintained according to the manufacsuspecifications and good
operating practices.

Authority for Requirement: LCPH ATI 5677 / PTO 543R1

Operating Condition Monitoring and Recordkeeping

All records as required by this permit shdlkept orsite for a minimunof five (5) years and shall be available for

inspection by theDepartment Records shall be legible and maintained in an orderly manmhbe operating

requirements and associated recordkeeping for this permit shall be

A. The owner or operator shall monitor and recaalvisible emission®bservations on a weekly basis. An
exceedance ono visible emissionisvill require the owner/operator to promptly investigate the emission unit,
make corrections to operations or equént associated with the exceedance, and record the corrective action
taken.

B. The owner or operator shall maintain records of all maintenance completed on the control device.

Authority for Requirement: LCPH ATI5677 / PTO 543R1
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Emission PointCharacteristics

The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tzct;lf)\l;'eEIQrgLn d) Dlssihfgge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
153 8.05 V 6 70 500 LCPH ATI 5677/ PTO 5439R1

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambientonditions. If it is determined that any of the emission point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30days of the discovery to determine if a permit amendment is required, or submit a

permit application requesting to amend the permit.

Monitoring Requirements

The owner/operator of this equipment shall comply with the monitoring requirements listed belo

Opacity Monitoring
SeeAppendixD, Opacity MonitoringSummary.
Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required?

Facility Maintained Operation & Maintenance Plan Required?

Compliance Assurance Monitoring (CAM) Plan Required?
Authority for Requirement: 567 IAC 22.108(3)
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Process Group 5 (Industrial Starch)

Emission Point ID Number: 155

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity CEID | CE Description
155 | 155 '”dus”'aél(j\:vaeo:e Packer|  giarch 20 tph CE-155 Dust Collector

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from this emission point shall not exceed the $peeified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)
155 PM 0.1 gr/dscf LCO Sec.10-62(a)(7) LCPH ATI3715/PTO 421:R4
PM/PMo 0.12 Ib/hr

Operational Limits & Requirements
The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping
All records as required by this permit shall be kepsitanfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirements and associatedaetkeeping for this permit shall be
A. CE-155 shall be maintained according to manufacturer's specifications and good operating practices. The
owner or operator shall maintain records of all maintenance completed-&65CE
B. The differential pressure acroS&-155 shall be maintained between 0.02" and 8.0" w.c. when material is
actively being transferred. A differential pressure outside of this range would not be considered a deviation
if visible emissions are not present when the indicator is out of rartheaarective actions are initiated as
soon as possible but no longer than eight (8) hours from observation of the abnormal condition. This
operating limit does not include periods of startup, shutdown, or cleaning of the control equipment. The
owner oroperator shall monitor and record the differential pressure acrod$&8Bn a weekly basis.
C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the eaperator to promptly investigate the emission
unit, make corrections to operations or equipment associated with the exceedance, and record the corrective
action taken.
D. The owner or operator shall produce no more than 105,000 tons of oxidized starohinmgerl2-month
period. Record monthly the amount of oxidized starch produced, calculate and recorartietii 20lling
totals.
Authority for Requirement: LCPH ATI 3715/ PTO 421:R4

Emission Point Characteristics
The emission point shall conformttee specifications listed below.

. . Stack
EP (fee?t{:l:)i:)\t'eelgrghn d) Dlssihicgge Opening T(EIT)p Fzg\é\;ﬁ;e Authority for Requirement
’ 9 Y (inches, dia.)
155 38 H 8 70 5,280 | LCPH ATI 3715/ PTO 421-R4

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted

AJD

103

07-TV-006R2, 6/19/19



emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. ilfis determined that any of the emission point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of thesdovery to determine if a permit amendment is required, or submit a

permit application requesting to amend the permit.

Monitoring Requirements
The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring

SeeAppendixD, Opacity MonitoringSummary.

Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No [X]

Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X
Authority for Requirement: 567 IAC 22.108(3)
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Process Group 7 (Specialty Starch)

Emission Point ID Number: 160

Associated Equipment

EP EU EU Description | Raw Material | Rated Capacity | CE ID CE Description

160A PO Storage PO
160C Reactor #131
160D Reactor #132
160 160E Reactor #134 Starch 12.1 tph CE-160 Packed Bed Scrubbe
160F Reactor #135

160H Stripper #2

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
Theemissions from this emission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement
VOC 105 ppm; 4.32 Ib/hr; 18.92 tpy

160 SHAP 105 ppm LCPH ATI 5876 / PTO 574®R2
THAP 105 ppmy; 4.32 Ib/hr; 18.92 tpy

Operational Limits & Requirements
The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Federal Standards
A. National Emission Standards for Hazardous Air Pollutants (NESHAP):
The following subparts apply to the emission unit(s) in this permit:

EUID = Subpart Title Type Local Reference @ Federal Reference

(LCO Sec) (40 CFR)
A General Conditions -- 10-62(d)(1) 863.11 §63.15
National Emission Standard:
160A i :
EEEE for Hazardoug\ir Pollutants: _ 10-62(d)(83) §632330- §632406

Organic Liquids Distribution
(NonGasoline)

Authority for RequirementLCPH ATI 5876 / PTO 574@R2; 40 CFR 63 Subpart EEEE
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Operating Requirements with Associated Monitoring andRecordkeeping

All records as required by this permit shall be kepsitefor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manmbe operating
requirementsrad associated recordkeeping for this permit shall be

A. CE-160 shall be maintained according to manufacturer's specifications and good operating practices. The
owner or operator shall maintain records of all maintenance completed-26GCE

B. The recycled fuor flow rate in CEL60 shall be maintained at a minimum of 100 gallons per minute based on a
rolling 3-hour average basis. The owner or operator shall continuously monitor the recycled liquor flow rate
and record all rolling $hour averaging periods (dog actual operations) when the average recycled liquor flow
rate falls below 100 gallons per minute.

C. The owner or operator shall meet tqplicable emission limitations, operating limits, and work practice
standards oNESHAP Subpart EEEE pdb CFR §8.2346.

D. The owner or operator shall meet tgplicable general compliance requiremearitsS ESHAP Subpart EEEE
per40 CFR §8.2350.

E. The owner or operator shall meet #igplicable testing and initial compliance requiremeffdESHAP
Subpart EEEE pet0 CFR8863.2358 and 63.2370.

F. The owner or operator shall meet tigplicable continuous compliance requiremefitdESHAP Subpart
EEEE ped0 CFR §8.2378.

G. The owner or operator shall meet tplicable notification, reports, and records requiremeiidESHAP
Subpart EEEE pet0 CFR §88.2382,63.2386,63.2390, and 63.2394.

H. The owner or operatahall comply with the applicable other requiremesftSSEESHAP Subpart EEEE pd0
CFR 86.2398.

Authority for Requirement: LCPH ATI 5876 / PTO 5740R2

Emission PointCharacteristics
The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tzct:)koyeelgrgtun d) D|sscth?erge Opening T((Elr:n)p F}g\é\;ﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
160 66 \Y; 24 70 6,000 | LCPH ATI 5876/ PTO 5746R2

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambientonditions. If it is determined that any of the emission point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (@) days of the discovery to determine if a permit amendment is required, or submit a

permit application requesting to amend the permit.

Monitoring Requirements
The owner/operator of this equipment shall comply with the monitoring requirements lisied bel

Stack Testing

Refer to Appendi, Stack Testing Summary, for the applicable requirements.
Authority for Requirement: 567 IAC 22.108(3)

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No[X

Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X
Authority for Requirement: 567 IAC 22.108(3)
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Process Group 7 (Specialty Starch)

Emission Point ID Number: 161

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity | CE ID CE Description
161A POCL; Storage Tank POCLs 12.1 ton/hr
161B | Sulfuric Acid Storage Tank Sulfuric Acid 1,200 gallons
161C Deactivation Tank 50 gallons
161D | Modification Tank #101 12.1 ton/hr
161 | 161E | Modification Tank #102 12.1 ton/hr CE-161 | PackedBed Scrubber
161F | Modification Tank #103 | Starch Slurry 12.1ton/hr
161G | Modification Tank #104 12.1 ton/hr
161H nOSA Tank 7,000 gallons
1611 Modification Tank #105 55,000 gallons

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from thésnission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7
PM 0.1 gridscf LcO Sec.l(}62(§;1))(7)
PM/PMo 0.08 Ib/hr
161 500 ppm 567 IAC 23.3(3)"e" LCPH ATI 6961 / PTO 673:R1
SG LCO Sec. 1865(a)(2)
0.017 Ib/hr
VOC 0.83 Ib/hr; 3.62 tpy
THAP 0.83 Ib/hr

Operational Limits & Requirements
The owner/operator of this equipment shall conwlyr the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitenfor a minimunof five (5) years and shall be available for
inspecton by theDepartment Records shall be legible and maintained in an orderly manmhbe operating
requirements and associated recordkeeping for this permit shall be

A. CE-161 shall be maintained according to manufacturer's specifications and good gpmmatiices. The
owner or operator shall maintain records of all maintenance completed-261CE
B. The pressure on the inlet of €61 shall be maintained betweer?" and-3" w.c. The owner or operator
shall monitor and record the pressure on the irfl€@E6161 on a weekly basis.
C. The recycled liquor flow rate in GE61 shall be maintained at a minimum of 20 gallons per minute. The
owner or operator shall monitor and record the recycled liquor flow rate on a weekly basis.
Authority for Requirement: LCPHATI 6961/ PTO6732R1

AJD 107 07-TV-006R2, 6/19/19



Emission Point Characteristics
The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tzct;lf)\l;'eEIQrgLn d) Dlssihfgge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
161 42.3 V 12 90 1,460 LCPH ATI 6961 / PTO 673R1

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperature andtitonvay vary with changes in the process

and ambient conditions. If it is determined that any of the emission point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronic matikoroariiespondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amend the permit.

Monitoring Requirements
The owner/operator of this equipmeshiall comply with the monitoring requirements listed below.

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No [X]

Compliance Assurance Monitoring (CAM) Plan Required? Yes[] NoX
Authority for Requirement: 567 IAC 22.108(3)
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Process Group 7 (Specialty Starch)

Emission Point ID Number: 162

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity CEID | CE Description
162A Flash Dryer #6 Starch 10.1 tph
162 11628 | Flash Dryer #6 Burner | Natural Gas | 21 MMBtu/hr | O 162 Wet Scrubber

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, [b./MMBtu, % opacity, etc.)

The emissions from this emissjooint shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)
PM 0.1 gr/dscf LCO Sec.10-62(a)(7)
PM/PMo 3.07 Ib/hr
162 567 IAC 23.3(3)"e" LCPH ATI 6586 / PTO 644®R2
SC 500 ppr LCO Sec. 1665(a)(2)
CoO 1.72 Ib/hr |
VOC 6.52 Ib/hr; 28.57 tpy |
THAP 2.68 Ib/hr |

Operational Limits & Requirements

The owner/operator of this equipment shall comply trithoperational limits and requirements listed below.

Operating Limits

All records as required by this permit shall be kepsitnfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and m@ined in an orderly mannerThe operating
requirements and associated recordkeeping for this permit shall be

A.

B.

CE-162 shall be maintained according to manufacturer's specifications and good operating practices. The
owner or operator shall maintaiacords of all maintenance completed on1&2.

EU-162A shall be limited to 7,446 hours of operation based onmadk#th rolling total basis. The owner or
operator shall monitor and record the hours of operation on a monthly andrit rolling total bas.

Fuel in EU162B shall be limited to natural gas only. The owner or operator shall maintain records which
indicate natural gas is the only fuel combusted in1B2B.

EU-162B shall be limited to 132.8 MMcf/yr of natural gas combusted based omrithrolling total basis.

The owner or operator shall monitor and record the amount of natural gas combusted on a monthly and 12
month rolling total basis.

The recycled liquor flow rate in GE62 shall be maintained at a minimum of 150 gallons per minutel lossa

rolling 3-hour average basis. The owner or operator shall continuously monitor the recycled liquor flow rate

and record all rolling $our averaging periods (during actual operations) when the average recycled liquor flow
rate falls below 150 galies per minute.

The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit,
make corrections to opaions or equipment associated with the exceedance, and record the corrective action
taken.

Authority for Requirement: LCPH ATI 6586 / PTO 6444R2
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Emission Point Characteristics

The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tzct;lf)\l;'eEIQrgLn d) Dlssihfgge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
162 120.2 V 77 120 60,298 | LCPH ATI 6586 / PTO 64442

The temperature and flowrate are intended to be representatichanadteristic of the design of the permitted

emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emission point characteristieaebdifferent than the

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amend the permit.

Monitoring Requirements

The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring
SeeAppendixD, Opacity MonitoringSummary.
Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required?

Facility Maintained Operation & Maintenance Plan Required?

Compliance Assurance Monitoring(CAM) Plan Required?

Authority for Requirement: 567 IAC 22.108(3)
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Process Group 7 (Specialty Statv)

Emission Point ID Number: 164, 165, 166167, 169

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity CEID = CE Description
164 | 164 Storage Bin #104 Starch 9 tph CE-164 Baghouse
165 | 165 Storage Bin #105 Starch 9 tph CE-165 Baghouse
166 | 166 Storage Bin #106 Starch 9 tph CE-166 Baghouse
167 | 167 Specialty Starch Bin #107 Starch 10 tph CE-167 Baghouse
169 | 169 Specialty Starch Bin #109 Starch 10 tph CE-169 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from this emission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement

164 Opacity 20% LCO Sec.1660(a) LCPH ATI 4026 / PTO 446R3
165 LCPH ATI 4027 / PTO 446R3
166 PM 0.1 ar/dscf 567 IAC 23.4(7) LCPH ATI 4028 / PTO 446R3
167 -9 LCO Sec.10-62(a)(7) LCPH ATI 5320/ PTO5580R3
169 LCPH ATI 5321/ PTO5581R3
164 PM/PMio 0.03 Ib/hr LCPH ATI 4026/ PTO 4461R3
165 vOoC 0.11 Ib/hr; 0.48 tpy LCPH ATI 4027 / PTO 446R3
166 THAP 0.03 Ib/hr LCPH ATI 4028 / PTO 446R3
167 PIi/I//CI:(IE/I 10 0 16O|b(3ﬁrl,béh7r2 tpy I LCPH ATI 5320/ PTO5580R3
169 THAP 0.04 Ib/hr | LCPH ATI 5321/ PTO 558R3

Operational Limits & Requirements
The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitenfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manmhbe operating
requirements and associatedaetkeeping for this permit shall be

A. CE-164 (CE165, CE166 CE-167, CE169) shall be maintained according to manufacturer's specifications and
good operating practices. The owner or operator shall maintain records of all maintenance completed on CE
164 (CE-165, CE166, CE-167, CE169).

B. The differential pressure across QB4 (CE165, CE166, CE167, CE169) shall be maintained between 0.02
and 8.0" w.cwhen material is actively being transferred in or out of the bin. A differential pressure outside of
this range would not be considered a deviation if visible emissions are not present when the indicator is out of
range and corrective actions are initiated as soon as possible but no longer than eight (8) hours from observation
of the abnormal conditionThis operating limit does not include periods of startup, shutdown, or cleaning of
the control equipmentThe owner or operator shall monitor and record the differential pressure acrd$1CE
(CE-165, CE166, CE-167, CE169) on a weekly basis.

C. The owneror operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit,
make corrections to operations or equipmenbeiased with the exceedance, and record the corrective action
taken.

Authority for Requirement: LCPH ATI 4026 / PTO 4461R3; LCPH ATI 4027 /| PTO 446R2;
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LCPH ATI 4028 / PTO 446R2; LCPH ATI 5320 / PTO 558®R3

LCPH ATI 5321/ PTO 558R3

Emission PointCharacteristics

The emission point shall conform to the specifications listed below.

Stack

Stack Height Discharge . Temp | Flowrate . .
EP (feet, above ground) Style (in(zﬁgg,lragi]a.) °F) (acfm) Authority for Requirement
164 105 H 5x5 70 800 LCPH ATI 4026 / PTO 446R3
165 105 H 4x5 70 800 LCPH ATI 4027 / PTO 446R3
166 102 H 5x5 70 800 LCPH ATI 4028 / PTO 46R3
167 104 D 5x6 70 1,200 | LCPH ATI 5320/ PTO 558R3
169 112 H 12x 14 70 1,200 | LCPH ATI5321/PTO 558R3

The temperature arftbwrate are intended to be representative and characteristic of the design of the permitted

emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determinedtthay of the emission point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the

Department within thirty (30) days of the discovery to deterrifiagpermit amendment is required, or submit a
permit application requesting to amend the permit.

Monitoring Requirements

The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring
SeeAppendixD, Opacity MonitoringSummary.
Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required?

Facility Maintained Operation & Maintenance Plan Required?

Compliance Assurance Monitoring (CAM) Plan Required?

Authority for Requirement: 567 IAC 22.108(3)
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Process Group 7 (Specialty Starch)

Emission Point ID Number: 170

Associated Equipment

EP

EU EU Description Raw Material | Rated Capacity CEID  CE Description

170

170 | Specialty Starch Warehouse Receiy Starch 12.5 tph CE-170 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, [b./MMBtu, % opacity, etc.)

The emissions from this emission point shall not exceed the $peeified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)
PM 0.1 gr/dscf
LCO Sec.10-62(a)(7)
170 PM/P Mo 0.13 Io/hr LCPH ATI 6618 / PTO 654®4
VOC 5 ppm
THAP 1.25 ppm

Operational Limits & Requirements

The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitenfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirements and associatedaetkeeping for this permit shall be

A.

B.

CE-170 shall be maintained according to manufacturer's specifications and good operating practices. The
owner or operator shall maintain records of all maintenance completed-aAGCE

The differential pressure acro€&-170 shall be maintained between 0.02" and 8.0" w.c. when material is
actively being transferred. A differential pressure outside of this range would not be considered a deviation
if visible emissions are not present when the indicator is out of rartheaarective actions are initiated as

soon as possible but no longer than eight (8) hours from observation of the abnormal condition. This
operating limit does not include periods of startup, shutdown, or cleaning of the control equipment. The
owner oroperator shall monitor and record the differential pressure acrod§CBn a weekly basis.

The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require diaer/operator to promptly investigate the emission

unit, make corrections to operations or equipment associated with the exceedance, and record the corrective
action taken.

Authority for Requirement: LCPH ATI 6618 / PTO 654%R4
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Emission PointCharacteristics

The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tzct;lf)\l;'eEIQrgLn d) Dlssihfgge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
170 79 H 6 X12 70 1,500 scfm| LCPHATI 6618 / PTO 654R4

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emission point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department with thirty (30) days of the discovery to determine if a permit amendment is required, or submit a

permit application requesting to amend the permit.

Monitoring Requirements

The owner/operator of this equipment shall comply with the monitoring requirehséadsbelow.

Opacity Monitoring
SeeAppendixD, Opacity MonitoringSummary.
Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required?

Facility Maintained Operation & Maintenance Plan Required?

Compliance Assurance Monitoring (CAM) Plan Required?
Authority for Requirement: 567 IAC 22.108(3)

AJD
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Yes[] No[X
Yes[] No[X
Yes[ ] No[X
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Process Group 7 (Specialty Starch)

Emission Point ID Number: 171, 173, 174, 175

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity CEID | CE Description

171 | 171 | Specialty Starch Mix Bin #1 17.5 tph CE-171 Baghouse
173A StarchPacker 12.5 tph

173 | 173B Super Sacker Starch 12.5 tph CE-173 Baghouse
173C Cleanup Vacuum 12.5 tph

174 | 174 | GrinderDischarge Receiver 12.5 tph CE-174  Dust Collector

175 | 175 | Warehouse Vacuum Receivi 12.5 tph CE-175  Dust Collector

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from this emission point shallexaeed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
171 Opacity 20% LCO Sec.1660(a) LCPH ATI 4270/ PTO 446R3
173 PM 0.1 gridsc 567 IAC 23.4(7) LCPH ATI 6727 / PTO 647R1
174 : LCO Sec.10-62(a)(7) LCPH ATI 4272 | PTO4467-R3
PM/PMyo 0.06 Ib/hr
171 VOC 0.05 Ib/hr; 0.22 tpy LCPH ATI 4270/ PTO 446R3
THAP 0.01 Ib/hr
PM/PMo 0.32 Ib/hr
173 VOC 0.75 Ib/hr; 3.30 tpy LCPH ATI 6727 / PTO 647R1
THAP 0.19 Ib/hr
PM/PMo 0.04 Ib/hr
174 VOC 0.03 Ib/hr; 0.15 tpy LCPH ATI 4272 | PTO 446'R3
THAP 0.01 Ib/hr
Opacity No Visible Emissions
PM 0.1 grfdscf Lcscggéﬁiég'zig)m y7s)
175 PM/PMuo 0.01 Ib/hr LCPH ATI 4273/ PTO 44684
VOC 0.04 Ib/hr; 0.18 tpy
THAP 0.01 Ib/hr

Operational Limits & Requirements
The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associa¢d Monitoring and Recordkeeping

All records as required by this permit shall be kepsitenfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manbe operating
requirementsnd associated recordkeeping for this permit shall be

A. CE-171(CE-173, CE174, CE175)shall be maintained according to manufacturer's specifications and good
operating practices. The owner or operator shall maintain records of all maintenance coonpGieid 1
(CE-173, CE174, CE175)
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B. The differential pressure across -CE1 shall be maintained between 0.02" and 8.0" w.c. when material is
actively being transferred in or out of the bin. A differential pressure outside of this range would not be
considered a deviation if visible emissions are not present when the indicator is out of range and corrective
actions are initiated as soon as possible but no longer than eight (8) hours from observation of the abnormal
condition. This operating limit deenot include periods of startup, shutdown, or cleaning of the control
equipment. The owner or operator shall monitor and record the differential pressure aclddsdbEa weekly
basis.

C. The differential pressure across-QE3 (CE-174, CE-175) shall bemaintained between@2' and 8.0" w.c.
when material is actively being transferred. A differential pressure outside of this range would not be
considered a deviation if visible emissions are not present when the indicator is out of range and corrective
actions are initiated as soon as possible but no longer than eight (8) hours from observation of the abnormal
condition. This operating limit does not include periods of startup, shutdown, or cleaning of the control
equipment. The owner or operator simadinitor and record the differential pressure across CEon a weekly
basis. The owner or operator shall monitor and record the differential pressure acrdss CEE-174, CE
175) on a weekly basis.

D. The owner or operator shall monitor and record 'stblé emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit,
make corrections to operations or equipment associated with the exceedance, and reooekthe action
taken.(EP's 171, 173, and 174 only)

Authority for Requirement: LCPH ATI 4270/ PTO4465R3; LCPH ATI 6727 | PTO 647R2;

LCPH ATI 4272/ PTO 446R3; LCPH ATI 4273 / PTO 446R4

Emission Point Characteristics
The emission point shatbnform to the specifications listed below.

. . Stack
EP (fee?tzgf)yeeg]rghn d) DIS’SCS?erge Opening T(Ele)p Fég\é\;ﬁ;e Authority for Requirement
' (inches, dia.)
171 102 H 6 x 14 70 1,465 @ LCPH ATI 4270/ PTO 44613
173 67 VR 28 68 15,000 LCPH ATI 6727/ PTO6471-R2
174 8 H 6 70 1,011  LCPH ATI 4272/ PTO 446'R3
175 9 I 24 x 24 70 300 LCPH ATI 4273 / PTO 44684

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emission point characteristics above are different than the
values stated, theamer or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amend thengie

Monitoring Requirements
The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring (EP's 171, 173, and 174 only)

SeeAppendixD, Opacity MonitoringSummary.

Authority for Requirement: 56IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X
Facility Maintained Operation & Maintenance Plan Required?  Yes[] No[X]

Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X
Authority for Requirement: 567 IAC 22.108(3)

AJD 116 07-TV-006R2, 6/19/19



Process Group 3 (Process)

Emission Point ID Number: 176

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity | CEID  CE Description
176 | 176A Waxy Corn Silo #1 75,000 bushels
176 | 1768 Waxy Corn Silo #2 Corn 75,000 bushels  CE176 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from this emission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)
176 PM 0.1 gr/dscf LCO Sec.10-62(a)(7) LCPH ATI 4330/ PTO 446%R4
PM/P Mo 0.13 Ib/hr

Operational Limits & Requirements
The owner/operator of this equipment shall comply with the operational limits and requirdistedtbelow.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitenfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manmbe operating
requirements and associated recordkeeping for this permit shall be

A. CE-176 shall be maintained according to manufacturer's specifications and good operating practices. The
owner or operator shall maintain records of all maintenance completed-aA6CE

B. The differential pressure across -CE6 shall be maintained between 0.02" and 8.0" w.c. when material is
actively being transferred. A differential pressure outside of #rige would not be considered a deviation if
visible emissions are not present when the indicator is out of range and corrective actions are initiated as soon
as possible but no longer than eight (8) hours from observation of the abnormal conditionpeféiimg limit
does not include periods of startup, shutdown, or cleaning of the control equipment. The owner or operator
shall monitor and record the differential pressure acrosd Ton a weekly basis.

C. The owner or operator shall monitor and recom visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit,
make corrections to operations or equipment associated with the exceedance, antheecmmective action
taken.

Authority for Requirement: LCPH ATI 4330/ PTO4469R4
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Emission Point Characteristics

The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tzct;lf)\l;'eEIQrgLn d) Dlssihfgge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
176 118 H 11x12 70 3,000 LCPH ATI 4330 / PTO 446%R4

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emissionpoint. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any of the emission point characteristics above are different than the
values stated, the owner quarator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a
permit application requesting to amend the permit.

Monitoring Requirements

The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring
SeeAppendixD, Opacity MonitoringSummary.
Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required?

Facility Maintained Operation & Maintenan ce Plan Required?

Compliance Assurance Monitoring (CAM) Plan Required?
Authority for Requirement: 567 IAC 22.108(3)

AJD
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Yes[] No[X
Yes[] No[X
Yes[ ] No[X
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Process Group 1 (Utilities)

Emission Point ID Number: 210

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity CE ID CE Description
500 kWNon- . 36.3 gph . .
210 | 210 emergencyGenerator Diesel Fuel 680 bhp CE-210 Diesel Oxidation Catalyst

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from this emission point shall not exceed the levels specified below.

Emission Limits

EP | Pollutant | Emission Limit(s) | Authority for Requirement Authority for Requirement
LCO Sec. 1661(b)(1)
PM 0.6 Ib/MMBtu 567 IAC 23.3(2)(b)"2"
PM/P Mo 0.6 Ib/MMBtu
Opacity 20% LCO Sec.1660(a)
1.5 Ib/MMBtu
210/ SO (max 2hr avg LCO Sec. 185(1)(0) | cpy ATI 6123/ PTO 608R1
SZT]?Jr 15 ppm (0.0015%) 40 CFR §63.6604(a)
Content by weight 40 CFR880.510(b)(1)(i)
Minimum 70%
Cco Reduction 40 CFR 863.6600(b)

Operational Limits & Requirements
The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Federal Standards
A. National Emission Standarfisr Hazardous Air Pollutants (NESHAP):
The following subparts apply to the emission unit(s) in this permit:

Local Reference | Federal Reference

EUID | Subpart Title Type (LCO Sec) (40 CFR)
A General Conditions - 10-62(d)(2) 863.17 §63.15
National Emissions Standard: New Norn
210 i
2777 for Hazardous Air Pollutants | Emergency 10-62(d)(104) §63.6580 §63.6675

for Stationary Reciprocating Engine @
Internal Combustion Engines' Major Source

Authority for Requirement: LCPH ATI 6123 / PT&D84(R2)

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitenfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manhbe operating
requirements and associated recordkeeping for this permit shall be

A. The owner or operator shall meet the applicable General Provisions requirements of 40 CFR 63 (Subpart A) as
indicated in 40 CFR 863.6665 to comply witBO Sec. 1662(d)(1)

B. The owner or operator shall meet the Emission and Operating Limits of 40 CFR §63.6600 to comipGQvith
Sec. 1062(d)( 104)
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C. The owner or operator shall comply with the Fuel Requiremédmt8 €FR §863.6604(a) (NESHAP Subpart
2777) to comply withLCO Sec. 1062(d)(104) Specifically, EUJ210 is limited to burning diesel fuel with a
maximum sulfur content of 15 ppm (0.0015%) by weight and either a minimum cetane index of 40 or a
maximumaromatic content of 35 percent by volume.
a. The owner or operator shall have the fuel supplier certify that the fuel delivered meets the definition of
nonroad diesel fuel as indicated in 40 CFR §80.510(b); or
b. The owner or operator shall obtain a fuel analftom the supplier showing the sulfur content and
cetane index or aromatic content of the fuel delivered; or
c. The owner or operator shall perform an analysis of the fuel to determine the sulfur content and cetane
index or aromatic content of the fuel reea.
D. The owner or operator shall meet the General Compliance Requirements of §63.6605 to conii\OvBtT.
10-62(d)(104)
E. The owner or operator shall comply with the Testing and Initial Compliance Requirements of 40 CFR
863.66610, §63.6615, §66.662@386625 and §63.6630 to comply witEO Sec. 1662(d)(104).
F. The owner or operator shall comply with Continuous Compliance Requirements of 40 CFR 8§63.6635 and
§63.6640.
G. The owner or operator shall submit comply with the Notifications of 40 CFR §63.6645.
H. Theowner or operator shall comply with the Reporting requirements of 40 CFR 863.6650.

i. Pursuant to 40 CFR 863.6650(b)"5" the owner or operator may postmark or deliver the semiannual
compliance reports no later than March 31 and September 30 rather thaly 3dnaiaduly 31. The
semiannual reports must contain information in.§680(c)1 through 6" and applicable information
in (e)"1 through 12".

I.  The owner or operator shall comply with the Recordkeeping requirements of 40 CFR §63.6655 and maintain
them pusuant to 40 CFR 863.6660.
J. EU-210 shall operate no more than 4,000 hours pendath rolling period.
i. The owner or operator shall maintain the following monthly records:
1.The total number of hours the engine operated; and
2.The rolling 12month total of the nmber of hours that the engine operated.
K. The control equipment on this emission unit shall be maintained according to the manufacturer's specifications
and good operating practices.
Authority for Requirement: LCPH ATI 6123/ PTO6084R2

Emission PointCharacteristics
The emission point shall conform to the specifications listed below.

. . Stack
EP (fee?tzgzyeelgrghn d) D"Qécth?ége Opening T(E?)p Fég\é\;ﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
210 30 V 8 981 4,000 | LCPH ATI 6123/ PTO 6084R1

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambientonditions. If it is determined that any of the emission point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty () days of the discovery to determine if a permit amendment is required, or submit a

permit application requesting to amend the permit.
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Monitoring Requirements
The owner/operator of this equipment shall comply with the monitoring requirehiséedsbelow.

Stack Testing

Refer to Appendi, Stack Testing Summary, for the applicable requirements.
Authority for Requirement: 567 IAC 22.108(3)

Agency Approved Operation & Maintenance Plan Required? Yes[] No[X
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No[X

Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X
Authority for Requirement: 567 IAC 22.108(3)
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Process Group 3 (Process)

Emission Point ID Number: 230

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity CEID @ CE Description

230 | 230 | Cracked Corn Conveying Corn 20 tph CE-230 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, [b./MMBtu, % opacity, etc.)

The emissions from this emission point shall not exceed the levels specified below.

EmissionLimits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)
230 PM 0.1 gr/dscf LCO Sec.10-62(a)(7) LCPH ATI 4720 / PTO 47812
PM/PMo 0.05 Ib/hr

Operational Limits & Requirements

The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitanfora minimumof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirements and associated recordkeeping for this permit shall be

A.

B.

CE-230 shall bemaintained according to manufacturer's specifications and good operating practices. The
owner or operator shall maintain records of all maintenance completed-28GCE

The differential pressure across QB0 shall be maintained between 0.02" and 8.0" wlten material is

actively being transferred. A differential pressure outside of this range would not be considered a deviation if
visible emissions are not present when the indicator is out of range and corrective actions are initiated as soon
as possile but no longer than eight (8) hours from observation of the abnormal condition. This operating limit
does not include periods of startup, shutdown, or cleaning of the control equipment. The owner or operator
shall monitor and record the differentiakgsure across CE30 on a weekly basis.

The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit
make corrections to operations or equipment associated with the exceedance, and record the corrective action
taken.

Authority for Requirement: LCPH ATI 4720/ PTO4785R2
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Emission Point Characteristics

The emission point shall conform to tgecifications listed below.

. . Stack
EP (fee?tzct;lf)\l;'eEIQrgLn d) Dlssihfgge Opening T(E;"T)p Fggﬁ;e Authority for Requirement
' 9 Y (inches, dia.)
230 68 V 8 72 600scfm LCPH ATI 4720/ PTO 47812

The temperature and flowrate anéended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any oktinéssion point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a pam@indment is required, or submit a

permit application requesting to amend the permit.

Monitoring Requirements

The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring
SeeAppendixD, OpacityMonitoring Summatry.
Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required?

Facility Maintained Operation & Maintenance Plan Required?

Compliance Assurance Monitoring (CAM) Plan Required?
Authority for Requirement: 567 IAC 22.108(3)

AJD
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Yes[] No[X
Yes[] No[X
Yes[ ] No[X
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Process Group 7 (Specialty Starch)

Emission Point ID Number: 240

Associated Equipment

EP | EU EU Description Raw Material | Rated Capacity CEID  CE Description
240 | 240 Starch Reslurry System Corn 5 tph CE-240 Baghouse

Applicable Requirements

Emission Limits (Ib./hr, gr./dscf, Ib./MMBtu, % opacity, etc.)
The emissions from this emission point shall not exceed the levels specified below.

Emission Limits

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement
Opacity 20% LCO Sec.1660(a)
567 IAC 23.4(7)
PM 0.1 gr/dscf
LCO Sec.10-62(a)(7)
240 PM/P Mo 0.05 Io/hr LCPH ATI 4855 / PTO 486R3
VOC 0.17Ib/hr; 0.75 tpy
THAP 0.04 Ib/hr

Operational Limits & Requirements
The owner/operator of this equipment shall comply with the operational limits and requirements listed below.

Operating Requirements with Associated Monitoring and Recordkeeping

All records as required by this permit shall be kepsitenfor a minimunof five (5) years and shall be available for
inspection by theDepartment Records shall be legible and maintained in an orderly manibe operating
requirements and associatedaetkeeping for this permit shall be

A. CE-240 shall be maintained according to manufacturer's specifications and good operating practices. The
owner or operator shall maintain records of all maintenance completed-284GCE

B. The differential pressure acroS&-240 shall be maintained between 0.01" and 8.0" w.c. when material is
actively being transferred. A differential pressure outside of this range would not be considered a deviation
if visible emissions are not present when the indicator is out of @mjeorrective actions are initiated as
soon as possible but no longer than eight (8) hours from observation of the abnormal condition. This
operating limit does not include periods of startup, shutdown, or cleaning of the control equipment. The
owner oroperator shall monitor and record the differential pressure acro@lCBn a weekly basis.

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An
exceedance of 'no visible emissions' will require the@enoperator to promptly investigate the emission
unit, make corrections to operations or equipment associated with the exceedance, and record the corrective
action taken.

D. EU-240 shall be limited to 1,752 hours of operation based onradifh rolling tothbasis. The owner or
operator shall monitor and record the hours of operation on a monthly andrit rolling total basis.

Authority for Requirement: LCPH ATI 4855/ PTO4862R3

Emission Point Characteristics
The emission point shall conform to #ecifications listed below.

Stack
Opening Temp | Flowrate

(inches, dia) () | (@cim)
240 83.8 v 9 70 | 1,250 scfm LCPH ATl 4855 / PTO 486R3

Stack Height Discharge

EP (feet, above ground) Style

Authority for Requirement
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The temperature and flowrate anéended to be representative and characteristic of the design of the permitted
emission point. The Department recognizes that the temperature and flow rate may vary with changes in the process
and ambient conditions. If it is determined that any oftinéssion point characteristics above are different than the
values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the
Department within thirty (30) days of the discovery to determine if a paméndment is required, or submit a

permit application requesting to amend the permit.

Monitoring Requirements
The owner/operator of this equipment shall comply with the monitoring requirements listed below.

Opacity Monitoring

SeeAppendixD, OpacityMonitoring Summary.

Authority for Requirement: 567 IAC 22.108(14)

Agency Approved Operation & Maintenance Plan Required? Yes[] NoX
Facility Maintained Operation & Maintenance Plan Required?  Yes[ ] No[X

Compliance Assurance Monitoring (CAM) Plan Required? Yes[] No[X
Authority for Requirement: 567 IAC 2P08(3)

AJD 125 07-TV-006R2, 6/19/19





























































































































http://www.ecfr.gov/cgi-bin/retrieveECFR?gp=&r=SUBPART&n=sp40.7.60.d_0b
http://www.ecfr.gov/cgi-bin/retrieveECFR?gp=&r=SUBPART&n=sp40.7.60.iiii
https://www.epa.gov/caa-permitting/new-source-performance-standards-region-7
http://www.ecfr.gov/cgi-bin/retrieveECFR?gp=&r=SUBPART&n=sp40.14.63.zzzz
https://www.ecfr.gov/cgi-bin/text-idx?mc=true&node=sp40.14.63.eeee&rgn=div6
http://www.ecfr.gov/cgi-bin/retrieveECFR?gp=&r=SUBPART&n=sp40.14.63.ddddd
https://www.epa.gov/caa-permitting/maximum-achievable-control-technology-standards-region-7



















